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State of Louisiana

. DEPARTMENT OF ENVIRONMENTAL QUALITY
ENVIRONMENTAL SERVICES
JUL 152008

CERTIFIED MAIL# 7008 0150 0003 4519 9174
RETURN RECEIPT REQUESTED

FILE NUMBER: LA0Q38822
Al NUMBER: 51970
ACTIVITY NUMBER: PER20060001

City of Grambling
Grambling Regional Wastewater Treatment Plant
P.O. Box 108

‘ Grambling, LA 71245

Attention: Ms. Martha Andrus

Subject: Draft Louisiana Pollutant Discharge Elimination System (LPDES) permit to discharge
treated sanitary wastewater into Redwine Creek, thence into Dugdemona River, thence
into Big Creek, from a publicly owned treatment works serving the City of Grambling
and Grambling State University.

Dear Mr. Papadopoulos:

The Department of Environmental Quality proposes to reissue an LPDES permit with the effluent
limitations, monitoring requirements, and special conditions listed in the attached DRAFT PERMIT.
Please note that this is a DRAFT PERMIT only and as such does not grant any authorization to
discharge. Authorization to discharge in accordance with this permitting action will only be granted
after all requirements described herein are satisfied and by the subsequent issuance of a FINAL
PERMIT. Upon issuance, the LPDES permit shall replace the previously issued LPDES permit.

This Office will publish a public notice one time in the local newspaper of general circulation, and in
the Department of Environmental Quality Public Notice Mailing List. A copy of the public notice
containing the specific requirements for commenting to this draft permit action will be sent under
separate cover at the time the public notice is arranged. In accordance with LAC 33:1X.6521 A, the
applicant shall receive and is responsible for paying the invoice(s) from the newspaper(s). LAC
33:1X.6521 states, "...The costs of publication shall be borne by the applicant.”

The inveice, fee rating worksheet, and a copy of the fee regulations will be sent under a separate
cover Ietter as appltcabte Please note lhat a copy of the fee rating worksheet is also attached to thls

14) may be obtalned from the LDEQ Offce of Enwronmental Assessment Post Offlce Box 4314

Pursuant 1o LAC 33.1X.1300.1, LAC 33.I1X.6509.A.1 and LAT 33.1.1701, you must pay any outsianding
Post Office Box 4313« Baton Rouge, Louisiana 708214313 » Phone 225.219-3181 « Fax 225-219-3300

www,deg lowsiana oy
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American Water & Wastewater Management, LLC
Grambling Regional Wastewater Treatment Plant
RE: LA0038822; Al51970; PER20060001

Page Two

fees to the Department. Therefore, you are encouraged to verify your faciiity's fee status by
contacting LDEQ's Office of Management and Finance, Financial Services Division at (225) 219-3863.
Failure to pay in the manner and time prescribed could result in applicable enforcement actions as
prescribed in the Environmental Quality Act, including, but not limited to revocation or suspension of
the applicable permit, and/or assessment of a civil penalty against you.

A Municipal Water Pollution Prevention Environmental Audit Report Form will be furnished upon
finalization of the permit. Please consult Part Il, Section B of the permit for instructions regarding this
audit.

For sanitary treatment plants, the plans and specifications must be approved by the Department of
Health and Hospitals, Office of Public Health, P.O. Box 4489, Baton Rouge, Louisiana 70821-4489,
(225) 342-7395.

Should you have any questions concerning any part of the DRAFT PERMIT, public notice
requirements, or fees, please contact Ms. Rachel Owens, Office of Environmental Services, Water
Permits Division, Municipal and General Water Permits Section at the address on the preceding page
or telephone (225) 219-3081. Please reference your Agency Interest Number 51970 and your
Louisiana Pollutant Discharge Elimination System Number 0038822 on al! future correspondence to
the Department.

Sincerely,

77 R

Tom Killeen, Environmentai Scientist Manager
Municipal and General Water Permits Section

e

Attachments (Draft Permit Parts I-lll, Statement of Basis, and Fee Sheet)
ec. Ms. Gayle Denino
Office of Management & Finance

Permit Compliance Unit
Office of Environmental Compliance

For Public Notice
Public Participation Group
Office of Environmenta! Assistance

Public Health Chief Engineer
—Office of Publie eatth——7 —»# —/7 —7 —7 —#7 9 —7 —7 — — ——
Department of Health and Hospitals
p
1C-N
Rachel Owens
Water Permits Division

(93
o
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PERMIT NUMBER: LA0038822
AGENCY INTEREST NO.: 51970
ACTIVITY NO.: PER20060001

DRAFT

LOUISIANA
OFFICE OF ENVIRONMENTAL SERVICES

Water Discharge Permit

Pursuant to the Clean Water Act, as amended (33 U.S.C. 1251 et seq.), and the Louisiana
Environmental Quality Act, as amended (La. R. S. 30:2001 et seq.), rules and regulations
effective or promulgated under the authority of said Acts, and in reliance on statements
and representations heretofore made in the application, a Louisiana Pollutant Discharge
Elimination System permit is issued authorizing

City of Grambling

Grambiing Regional Wastewater Treatment Plant
P.O. Box 108

Grambling, LA 71245

Type Facility: publicly owned treatment works serving the City of Grambling and
Grambling State University

Location: 7706 U.S. Highway 80 West in Grambling, Lincoln Parish

Receiving Waters: Redwine Creek, thence into Dugdemona River, thence into Big

Creek (Subsegment 081401)

to discharge in accordance with effluent limitations, monitoring requirements, and other
conditions set forth in Parts |, I, and 1t attached hereto.

This permit shall become effective on

This permit and the authorization to discharge shall expire five (5) years from the
effective date of the permit.

Issued on

Cheryl Sonnier Nolan DRKFT
Assistant Secretary

GALVEZ BUILDING « 602 N FIFTH STREET » PO B0OX 4313 - BATON ROUGE LA 70821-4313 - PHONE (225) 218-3181
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PART |

Page 2 of §

Draft LA0038822; Al$1970
PER20060001

EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

INTERIM EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS
During the period beginning from the effective date of the permit_ lasting through three_years from the effective date of t
permit the permittee is authorized to discharge from:

o TR
o

et .

Outfall 001, treated sanitary wastewater (design capacity is 1.5 MGD}.

Such discharges shall be limited and monitored by the permittee as specified below:

Effluent Charactetistic Discharge Limitations Monitoring Requirements
{lbs/day) other units (specify)
Storet Monthly ~ Weekly Monthly Weekly Measurement Sample
Code Avg, Avg. Avg. Avg. Freguency Type
Flow-MGD 50050 Report Report ~-- - Continuous Recorder’
CBODs 80082 .
May- October 125 --- 10 mg/ 15 mg/l 2fweek 6 Hr. Composite
November- April 250 - 20 mg/l 30 mg/l 2/lweek 6 Hr. Composite
TSS p0530
May-October . 188 15 mg/l 23 mg/l 2/week 6 Hr. Composite
November-April 250 -~ 20 mgf! 30 mgfl 2hweek 6 Hr. Composite
Total Residual 50060 : i
Chiorine (TRC) 2iweek Grab b
Ammonia-Nitrogen 00610 it
May-October 25 2 mgl 4 mg/l 2/week 6 Hr. Composite 3
November-April 50 - 4 mg/} 8 mgl/l 2iweek 6 Hr. Composite "
Dissolved Oxygen® 00300 5 mg N/A 2/week Grab
Fecal Coliform
colonies/100mi ? 74055 200 400 2iweek Grab
pH (Standard Units)* 00400 2/week Grab
Storet {Ibs/day} {Ibs/day) Measuring Sample
Code Monthly Avg. Daily Max Frequency Type
Total Copper® 01042 Report Report 1/quarter 24 Hr. Composite
Biomonitoring® Storet Monthly Avg  7- Day Measurement Sample
Code Minimum Minimum Frequency Type
Ceriodaphnia dubia  TLP3B Report’ - Report7 1/quarter 24-Hr Composite
TOP3B Report Report 1/quarter 24-Hr Composite
TPP3B Report Report 1/quarter 24-Hr Composite
TGP28 Report’ Report’ 1/quarter 24-Hr Composite
TQP3B Report Report 1/quarter 24-Hr Composite
Pimephaltes promelas TLP6C Report7 Report’ ilquarter 24-Hr Composite
TOPSC Report Report 1/quarter 24-Hr Composite
TPPEC Report Report i/quarter 24-Hr Composite %;
TGPSC Report’ Report’ 1/quarter 24-Hr Composite 1

TQPSC Report Report 1/quarter 24-Hr Composilte
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PART I

Page 3 of 5

Draft LAD038822; AI51970
PER20060001

EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS
INTERIM EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

If a test failure has occurred and the required retests have been performed, the test results are to be reported on the
DMR as follows:

. Storet Monthly Avg.  48-Hour Measurement Sample
Biomonitoring Code Minimum Minimum Frequency Type
Retest #1 22415 Report’ Report’ As Required®  24-Hr Composite .
22418 Report’ Report’ As Required®  24-Hr Composite .. .
Retest #2 22416 Report7 Report7 As Requireda 24-Hr Composite
22419 Report’ Report’ As Required”  24-Hr Composite
Retest #3 51443 Report’ Report’ As Required®  24-Hr Composite
51444 Report’ Report’ As Required®  24-Hr Composite
1 Includes totalizing meter or totalizer.
2 See Part I, Section A, Paragraph 9

. Prior to fina! disposal, the effluent shall contain NO MEASURABLE Total Residual Chlorine at any one time

‘ monitored by grab sample. Given the current constraints pertaining to chicrine analytical methods, NO
MEASURABLE will be defined as tess than 0.1 mg/l of chlorine. If any individual analytical test result is less
than 0.1 mg/l, a value of zero (0) may be used for that individual result for the Discharge Monitoring Report
{DMR) calcuiations and reporting requirements,

, 3 This Dissolved Oxygen limit is the lowest allowable average of daily discharges over a calendar month. When
| monitoring is conducted, the Dissolved Oxygen shall be analyzed immediately, as per 40 CFR 136.3.

4 The pH shall not be less than__6.0 _standard units nor greater than__9.0 _standard units. The permittee shall
report on the Discharge Monitoring Reports both the minimum and maximum instantaneous pH value
measured. -

5 If any individual analytical test result is less than the minimum quantification level listed below, a value of zero

(0) may be used for that individual resuit for the Discharge Monitoring Report (DMR) mass calculations and
reporting requirements for the pollutants listed below:

Pollutant MOL
Copper 10 pg/L
6 See Part i, Whole Effluent Toxicity Testing Requirements.
7 Species Quality Reporting Units: Pass = 0, Fail =1

3 Monthly Testing Reou i routine test f ina beriod (for ei s fails,

i i ifi VE S e taken at the following location:

Quitfall 001, at the point of discharge from the last treatment unit prior to mixing with other waters.
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PART |
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Draft LADG38822; AlI51970
PER20060001

EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

FINAL EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

During the period beginning three years from the effective date lasting through the expiration of the permit the permitiee is
authorized to discharge from:

Outfall 001, treated sanitary wastewater (design capacity is 1.5 MGD).

Such discharges shall be limited and monitored by the permittee as specified below:

Effluent Characteristic Discharge Limitations Monitoring Requirements
{Ibs/day} other units (specify)
Storet Menthly  Weekly Monthly Weekly Measurement Sample
Code Avg. Avg. Avg. Avg. Frequency Type
Flow-MGD 50050 Report  Report - - Continuous  Recorder’
CBOD, 80082
May- October 125 - 10 mgfi 15 mg/| 2iweek 6 Hr. Composite
November- April 250 - 20 mg/ 30 my/l 2iweek 6 Hr. Composite
TSS 00530
May-October 188 -- 15 mg/l 23 mg/l 2iweek 6 Hr. Composite
November-April 250 - 20 mg/l 30 mgfl 2fweek 6 Hr. Composite
Total Residual 50060
Chiorine (TRC)? 2lweek Grab
Ammonia-Nitrogen 00610
May-October 25 - 2 mg/l 4 mg/l 2iweek 6 Hr. Composite
\ Nevember-April 50 - 4 mgfl 8 ma/l 2/iweek 6 Hr. Composite
Dissolved Oxygen® 00300 5 mg/t N/A 2hweek Grab
‘ Fecal Coliform
colonies/100ml ? 74055 200 400 2iweek Grab
pH (Standard Units)* 00400 2lweek Grab
Storet {Ibs/day} (Ibs/day) Measuring Sample
Code Monthly Avg. Daily Max Frequency Type
Total Copper® 01042 0.078 . 0.186 1/quarter 24 Hr. Composite
Biomonitoring® Storet Monthly Avg  7- Day Measurement Sample
Code Minimum Minimum Freguency Type
Ceriodaphnia dubia  TLP3B Report’ Report’ 1/quarter 24-Hr Composite
TOP3B Report Report 1/quarter 24-Hr Composite
TPP3B R‘eport7 Report7 1/quarter 24-Hr Composite
- TGP3B Repott 0 Repott 00 Yquarer = 24-Hr Composite
TQP3B Report_ Report_ 1/quarter 24-Hr Composite
| TOPSC Repont Report 1quarter 24-Hr Composite
i TPPEC Report Report 1/quarter 24-Hr Composite
| TGP6C Report’ Report’ 1iquarter 24-Hr Composite

TQP6C Report Report 1fquarter 24-Hr Composite
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PART |

Page 5 of 5

Draft LA0038822; Al51970
PER20060001

EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

FINAL EFFLUENT LIMITATIONS AND MCNITORING REQUIREMENTS

If a test failure has occurred and the required retests have been performed, the test results are to be reported on the
DMR as follows:

Storet Monthly Avg.  48-Hour Measurement Sample
Biomonitoring® Code Minimum Minimum Freguency Yvpe
Retest #1 22415 Report Report As Required®  24-Hr Composite
22418 Report7 Report7 As Required®  24-Hr Composite
Retest #2 22416 Report’ Report’ As Required®  24-Hr Composite
22419 Report’ Report’ As Required®  24-Hr Composite
Retest #3 51443 Report7 Report7 As Required8 24-Hr Composite
51444 Report’ Report’ As Required®  24-Hr Composite
1. Includes totalizing meter or totalizer.
2 See Part |l, Section A, Paragraph 9

Prior 1o final disposal, the effluent shall contain NO MEASURABLE Total Residual Chlorine at any one time
monitored by grab sample. Given the current constraints pertaining to chlorine analytical methods, NO
MEASURABLE will be defined as less than 0.1 mg/l of chlorine. If any individual analytical test result is less
than 0.1 mg/i, a value of zero (0) may be used for that individual result for the Discharge Monitoring Report
{DMR) calculations and reporting requirements.

3 This Dissolved Oxygen limit is the lowest allowable average of daily discharges over a calendar month. When
monitoring is conducted, the Dissolved Oxygen shall be analyzed immediately, as per 40 CFR 136.3.

4 The pH shall not be less than__6.0 _standard units nor greater than__9.0 _standard units. The permittee shall
measured.
5 If any individual aﬁalytical test result is less than the minimum quantification leve! listed below, a value of zero

(0) may be used for that individual result for the Discharge Monitoring Report {DMR) mass calculations and

report on the Discharge Monitoring Reports both the minimum and maximum instantaneous pH values
I
! reporting requirements for the pollutants listed below:

|

Pollutant MQL
Copper 10 ug/L
6 See Part I, Whole Effluent Toxicity Testing Requirements.
7 Species Quality Reporting Units: Pass = 0, Fail = 1

Qutfalt 001, at the point of discharge from the last treatment unit prior to mixing with other waters.
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Draft LA0038822; Al 51970
PER20060001

PART Il

OTHER REQUIREMENTS

In addition to the standard conditions required in all permits and listed in Part Iil, the office has established the following""
additional requirements in accordance with the Louisiana Water Quality Regulations.

SECTION A. GENERAL STATEMENTS

1.

In accordance with LAC 33:1X.2707.C, this permit may be modified, or alternatively, revoked and reissued, to comply
with any applicable effluent standard or limitations issued or approved under sections 301(b){2){c) and (D}; 304(b)(2);
and 307(a)(2) of the Clean Water Act, if the effluent standard or limitations so issued or approved:

a) Contains different conditions or is otherwise more stringent than any effluent limitation in the permit; or
b) Controls any pollutant not limited in the permit; or
c) Requires reassessment due to change in 303(d) status of waterbody; or

d) Incorporates the results of any total maximum daily load allocation, which may be approved for the receiving
water body.

LDEQ reserves the right to impose more stringent discharge limitations and/or additional restrictions in the future.
Additional limitations and/or restrictions are based upon water quality sludies and can indicate the need for
advanced wastewater treatment. Water quality studies of similar dischargers and receiving water bodies have
resulted in monthly average effluent limitations of 5mg/L CBODs and 2 mg/L NH3-N. Prior to upgrading or
expanding this facility, the permittee should contact LDEQ to determine the status of the work being done to
establish future effluent limitations and additional permit conditions. '

This permit does not in any way authorize the permittee to discharge a pollutant not listed or quantified in the
application or limited or monitered for in the permit.

Authorization to discharge pursuant to the conditions of this permit does not relieve the permittee of any liability for
damages to state waters or private property. For discharges to private land, this permit does not relieve the permittee
from obtaining proper approval from the landowner for appropriate easements and rights of way.

For definitions of monitoring and sampling terminology see Part 1ll, Section F.

24-hour Oral Reporting; Daily Maximum Limitation Violations

Under the provisions of Part Il Section D.6.e.(3) of this permit, violations of daily maximum limitations for the following
pollutants shall be reported orally to the Office of Environmental Compliance within 24 hours from the time the
permittee became aware of the violation followed by a written report in five days.

Pollutants: Total Copper
As an exception to Part [l Section D.6.e (1), the permittee shall report all overflows in the collection system with the

Discharge Monitoring Report submittal. These reports shall be summarized and reported in tabular format. The
summaries shall include: the date, time, duration, location, estimated volume, and cause of the overflow; observed

envnronmental |mpacts from the oven‘low actlons taken to address the overﬂow and the ulhmate dlscharge Iocataon |f
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OTHER REQUIREMENTS (cant.}
7. CONSTRUCTION COMPLIANCE SCHEDULE

The permittee shall efficiently operate and maintain the existing treatment facility so as to discharge effluent which
does not exceed the INTERIM EFFLUENT LIMITATIONS and MONITORING REQUIREMENTS.

The permittee shall achieve compliance with the FINAL EFFLUENT LIMITATIONS and MONITORING
REQUIREMENTS specified in accordance with the following schedule:

ACTIVITY . EFFECTIVE DATE

Achieve Interim Effluent Limitations and Monitoring { Effective date of the permit
Requirements

Achieve Final Effluent Limitations and Monitoring | Three years from the effective date of the permit
Requirements

. The above listed activities must be achieved on or before the deadline date. Additionally, the Permittee shall submit a
\ progress report outlining the status of ali facility improvements on a yearly basis (from the effective date of the permit)
until compliance is achteved.

| Within 14 days of completion of the new facility or facility upgrade and/cr expansion, the Permittee shall notify the
Department of Environmental Quality - Office of Environmental Compliance, in writing, that construction has been
completed. .

The Permittee shall achieve sustained compliance with Final Effluent Limitations. o

. Where the percent project completion reported is less than would be required to assure completion of construction by
| the required date, the report of progress shall also include an explanation for this delay and proposed remedial
actions.

No later than 14 calendar days following a date for a specific action {as opposed to a report of progress) identified in
the above schedule of comoliance, the permittee shall submit a written notice of compliance or noncompliance.

8. DISCHARGE MONITORING REPORTS

Monitoring results must be reported on a Discharge Monitoring Report (DMR) form (EPA No. 3320-1 or an approved
substitute). All monitoring reports must be retained for a period of at least three (3) years from the date of the sample
measurement. The permittee shall make available to this Department, upon request, copies of all monitoring data
required by this permit.

If there is a no discharge event at any of the monitored outfall{s) during the reporting period, enter "No Discharge” in
the upper right corner of the Discharge Monitoring Report.

basis, postmarked no later than the 15th day of the month following each reporting period.
i i i i i s established in the permit:

For parameter{s) with monitoring frequency{ies) of 1/month or more frequent:
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Draft LA0038822; Al 51970
PER20060001

OTHER REQUIREMENTS (cont.)
Postmark DMR by the 15th day cf the following month.

For parameter(s) with monitoring frequency (ies) of 1/quarter:

Monitoring Period DMR Postmark Date
January 1-March 31 April 15"

April 1-June 30 July 15"

July 1- September 30 October 15"

October 1 — December 31 January 15"

For parameter(s) with monitoring frequency (ies) of semi-annuat:

Monitcring Period DMR Postmark Date
January 1-June 30 July 158"
July 1- December 31 January 15"

! For parameter(s) with monitoring frequency(ies) of 1/year:

Monitoring Period DMR Postmark Date
January 1- December 31 January 15"

Duplicate copies of DMRs (one set of originals and one set of copies) signed and certified as required by LAC

33:1X.2503.B, and all other reports (one set of originals) required by this permit shall be submitted to the Permit
Compliance Unit at the following address:

Department of Environmental Quality
Office of Environmental Compliance
Enforcement Division
Post Office Box 4312
Baton Rouge, Louisiana 70821-4312
Attention; Permit Compliance Unit

in addition, enforcement authority has been retained by EPA. Therefore, the original and a copy of the DMRs must
also be submitted to the following address until notification that enforcement authority has been assumed by LDEQ:

U.S. Environmental Protection Agency, Region 6
' Water Enforcement Branch, 6 EN-WC

1445 Ross Ave
Dallas, Texas 75202

9. Please be aware, concentrations of Total Residual Chlorine above 0.01 mg/l can cause or contribute to significant
toxicity in receiving streams and biomonitoring testing. It is the permittee’s responsibility to assure that no Total
Residual Chlorine remains in the effluent after dechlorination in order to prevent toxicity in the receiving stream and
in whole effluent toxicity testing.
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OTHER REQUIREMENTS (cont.)

10. The acceptance of hauled domestic septage is prohibited unless otherwise authorized by this Department. Septage
is defined in LAC 33:1X.2313 as the liquid and solid material pumped from a septic tank, cesspool, portable toilet,
Type I marine sanitation device, any similar domestic sewage treatment system, or a holding tank when the system
‘ is cleaned or maintained that receives only domestic sewage.
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OTHER REQUIREMENTS {cont.}

SECTION B. MUNICIPAL WATER POLLUTION PREVENTION

Pollution Prevention Requirements

1.

Part li

Page 5§ of 18 |
Draft LA0038822; Al 51970
PER20060001 -

The permittee shall institute or continue programs directed towards pollution prevention. The permittee shall institute
or continue programs to improve the operating efficiency and extend the useful life of the facility. The permittee will
complete an annual Environmental Audit Report each year for the life of this permit according to the schedule below.

A copy of the Environmental Audit Form has been attached to this permit.

Please make additional copies to be

utilized for each year of this permit. Additional copies can be obtained upon request. ‘

The audit evatuation period is as foliows;

Audit Period Begins ] Audit Period Ends

Audit Report Completion Date

Effective Date of Permit 12 Months from Audit Period
Beginning Date

3 Months from Audit Period
Ending Date

These reports shall discuss the following items:

a.

b.

The influent loading, flow, and design capacity of the facility,

The effluent quality and plant perfermance;

The age of the wastewater treatment facility;

Bypasses and overflows of the tributary sewerage system and treatment works,
The ultimate disposition of the sewage sludge;

Landfilling of sewage sludge and potential alternatives (if applicable);

New developments at the facility,

Operator certification and training;

The financial status of the facility; and

A subjective evaluation of conditions at the facility.
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OTHER REQUIREMENTS (cont.)

2. A resolution from the permittee’s governing body shall be obtained as part of the Environmental Audit Report. This
resolution shall include, at a minimum, the following:

a. An acknowledgement that the governing body has reviewed the Environmental Audit Report;

b. A description of actions that the permittee will take to maintain compliance with the permit conditions, and if
necessary, include a schedule outlining major projects to be accomplished.

3. The Environmental Audit Report and the governing body's resclution must be signed by a duly authorized
representative of the permittee and shall be maintained with the permit and permit related records (i.e. lab data,

DMRs), and made available upon request by duly authorized regional inspectors and/or DEQ Headquarters
representatives.
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SECTION C.

1.
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OTHER REQUIREMENTS (cont.)

CONTRIBUTING INDUSTRIES AND PRETREATMENT REQUIREMENTS

The following pollutants may not be introduced into the treatment facility.

a.

h.

Potlutants which create a fire or explosion hazard in the publicly owned treatment works (POTW),
including, but not limited to, wastestreams with a closed cup flashpoint of less than 140 degrees
Fahrenheit or 60 degrees Centigrade using the test methods specified in 40 CFR 261.21;

Pollutants which will cause corrosive structural damage to the POTW, but in no case discharges with pH
lower than 5.0, unless the works are specifically designed to accommodate such discharges;

Solid or viscous poliutants in amounts which will cause obstruction to the flow in the POTW, resulting in
Interference; '

Any pollutant, including oxygen demanding pollutants {e.g., BOD5), released in a discharge at a flow rate
and/or pollutant concentration which will cause Interference with the POTW;

Heat in amounts which will inhibit biological activity in the POTW resulting in Interference but in no case
heat in such quantities that the lemperature at the POTW treatment plant exceeds 40 degrees Centigrade
{104 degrees Fahrenheit) unless the Approval Authority, upon request of the POTW, approves alternate
temperature limits;

Petroleum oil, nonbiodegradable cutting oil, or products of mineral oil origin in amounts that will cause
interference or pass through; ‘

Pollutants which result in the presence of toxic gases, vapors, or fumes within the POTW in a quantity
that may cause acute worker health and safety problems; and

Any trucked or hauled pollutants, except at discharge points designated by the POTW.

The permittee shall require any indirect discharger to the treatment works to comply with the reporting
requirements of Sections 204(b), 307, and 308 of the Clean Water Act, including any requirements established
under LAC 33:IX.Subpart 2.Chapter 61.

The permittee shall provide adequate notice of the following: o,

a.

Any new introduction of pollutants into the treatment works from an indirect discharger which would be
subject to Sections 301 and 306 of the Clean Water Act if it were directly discharging those pollutants;
and

Any substantial change in the volume cr character of poliutants being introduced into the treatment works
by a source introducing pollutants into the treatment works at the time of issuance of the permit.

Any notice shall include information on (1) the quality and quantity of effluent to be introduced into the
treatment works, and (2) any anticipated impact of the change on the quality or quantity of effluent to be
discharged from the POTW.
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OTHER REQUIREMENTS (cont.)
SECTION D. STORMWATER DISCHARGES

1. This section applies to all stormwater discharges from the facility, either through permitted outfalls or through
outfalls which are not listed in the permit or as sheet flow.

2. Any runoff leaving the developed areas of the facility, other than the permitted outfall(s), exceeding 50 mgil.
TOC, 15 mg/L Qil and Grease, or having a pH less than 6.0 or greater than 9.0 standard units shall be a
violation of this permit. Any discharge in excess of these limitations, which is attributable to offsite
contamination, shall not be considered a violation of this permit. A visual inspection of the facility shall be
conducted and a report made annually as described in Paragraph 4 below.

3. The permittee shall prepare, implement, and maintain a Storm Water Pollution Prevention Plan (SWP3) within
six (6) months of the effective date of the final permit. The terms and conditions of the SWP3 shall be an
enforceable Part of the permit. EPA document 833-R-92-002 (Storm Water Management for Industrial
Activities) may be used as a guidance and may be obtained by writing to the U.S. Environmental Protection
Agency, Office of Water Resources {(RC-4100), 401 M Street, S.W., Washington D.C. 20460 or by calling (202)
260-7786.

4. The following conditions are applicable to all facilities and shall be included in the SWP3 for the facility.

a.  The permittee shall conduct an annual inspection of the facility site to identify areas contributing to the
storm water discharge from developed areas of the facility and evaluate whether measures to reduce
pollutant loadings identified in the SWP3 are adequate and have been properly implemented in
accordance with the terms of the permit or whether additional control measures are needed.

b.  The permittee shall develop a site map that includes all areas where stormwater may contact potential
pollutants or substances that can cause pollution. Any location where reportable quantities leaks or spills
have previously occurred are to be documented in the SWP3. The SWP3 shall contain a description of
the potential pollutant sources, including, the type and guantity of material present and what action has
been taken to assure stormwater precipitation will not directly contact the substances and result in
contaminated runoff.

¢.  Where experience indicates a reasonable potential for equipment failure {e.g. a tank overflow or leakage),
| natural condition of (e.g. precipitation}, or other circumstances which result in significant amounts of
pollutants reaching surface waters, the SWP3 should include a prediction of the direction, rate of flow and
total quantity of pollutants which could be discharged from the facility as a result of each condition or
circumstance.
| R
| d.  The permittee shall maintain for a period of three years a record summarizing the results of the inspectio'h'
and a certification that the facility is in compliance with the SWP3 and the permit, and identifying any
incidents of noncompliance. The summary report should contain, at a minimum, the date and time of
inspection, name of inspector(s), conditions found, and changes to be made to the SWP3.

e.  The summary report and the following certification shall be signed in accordance with LAC 33:1X.2503.
The summary report is to be attached to the SWP3 and provided to the Department upon request.

"I certify under penalty of law that this document and all attachments were prepared under my direction or
supervision |n accordance with a system designed to assure that qualified personnel properly gather and

i ESE on my mqurry 0] e person or persons W 0 manage

to the best of my knowledge and behef true, accurate, and comp|ete | am aware that there are
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significant penalties for submitting false information, including the possibility of fine and imprisonment for
knowing violations.”

Signatory requirements for the certification may be found in Part iil, Section D.10 of this permit.
The permittee shall make available tc the Department, upon request, a copy of the SWP3 and any
supporting documentation.

5.  The following shall be included in the SWP3, if applicable.

a.

The permittee shall vtilize all reasonable methods to minimize any adverse impact on the drainage
system including but not limited to:

i. maintaining adequate roads and driveway surfaces;

i, removing debris and accumulated solids from the drainage system; and

Tii. cleaning up immediately any spili by sweeping, absorbent pads, or other appropriate methods.

All spilled product and other spilled wastes shall be immediately cleaned up and disposed of according to
alt applicable regulations, Spill Prevention and Control (SPC) plans or Spill Prevention Control and
Countermeasures (SPCC) plans. Use of detergents, emulsifiers, or dispersants to clean up spilled
product is prohibited except where necessary to comply with State or Federal safety regulations (i.e.,
requirement for non-slippery work surface). In all such cases, initial cleanup shall be done by physucar
removal and chemlcal usage shall be minimized.

All equipment, parts, dumpsters, trash bins, petroleum products, chemical solvents, detergents, or other
materials exposed o stormwater shall be maintained in a manner which prevenis contamination of
stormwater by pollutants.

All waste fuel, lubricants, coolants, solvents, or other fluids used in the repair or maintenance of vehicles
or equipment shall be recycled or contained for proper disposal. Spills of these materials are to be
cleaned up by dry means whenever possible.

All storage tank installations (with a capacity greater than 660 gallons for an individual container, or 1,320
gallens for two or more containers in aggregate within a common storage area) shall be constructed so
that a secondary means of containment is provided for the entire contents of the largest tank plus
sufficient freeboard to allow for precipitation. Diked areas should be sufficiently impervious to contain
spills. .

All diked areas surrounding storage tanks or stormwater collection basins shall be free of residual oil or
other contaminants sc as to prevent the accidental discharge of these materials in the event of flooding,
dike failure, or improper draining of the diked area. All drains from diked areas shall be equipped with
valves that shall be kept in the closed condition except during periods of supervised discharge.

All check valves, tanks, drains, or other potential sources of pollutant releases shail be inspected and
maintained on a regular basis to assure their proper operation and to prevent the discharge of pollutants.

The permlttee shall assure comphance with alt applicable regulatlons promulgated under the Lounsuana
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If the SWP3 proves to be ineffective in achieving the general objectives of preventing the release of
significant amounts of poliutants to water of the state, then the specific objectives and requirements of the
SWP3 shall be subject to modification to incorporate revised SWP3 requirements.

6. Facility Specific SWP3 Conditions:

a.

Site Map. The locations of the following areas, where such areas are exposed to precipitation, shall also
be included on the site map: grit, screenings and other solids handling, storage or disposal areas; sludge
drying beds; dried sludge piles, compost piles; septage and/or hauled waste receiving station, and
storage areas for process chemicals, petroteum products, solvents, fertilizers, herbicides and pesticides.

Employee Training. At @ minimum, must address the following areas when applicable to a facility:
petroleum product management, process chemical management, spill prevention and controls; fueling
procedures; general good housekeeping practices,; proper procedures for using fertilizer, herbicides and
pesticides. )

Potential Pollutant Sources. The summary of potential pollutant sources must also list the activities and
pelilutants from the following areas: grit, screenings and other solids handling, storage or disposal areas;
sludge drying beds; dried sludge piles; compost piles; septage andfor hauled waste receiving station; and
access roads/rail lines.

Description of BMPs to be Used. In addition to the other BMPs considered, the facility must consider
routing storm water into treatment works, or covering exposed materials from the following exposed
areas: grit, screenings and other solids handling, storage or disposal areas; sludge drying beds; dried
sludge piles; compost piles; septage and/or hauled waste receiving station.

Inspections: The following areas must be included in all monthly inspections: access roads/rail lines; grit,
screenings and other sclids handiing, storage or disposal areas; sludge drying beds, dried sludge piles;
compost piles; septage and/or hauled waste receiving station areas. i

Wastewater and Washwater Requirements. |f washwaters are handled in another manner other than
the treatment works, the disposal method must be described and all pertinent documentation must be
attached to the plan.
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SECTION E. WHOLE EFFLUENT TOXICITY TESTING (7-DAY CHRONIC NOEC: FRESHWATER])

1.

SCOPE AND METHODOLOGY

it is unlawful and a violation of this permit for a permittee or the designated agent, to manipulate test samples in
any manner, to delay sample shipment, or to terminate or to cause to terminate a toxicily test. Once initiated, all
toxicity tests must be completed unless specific authority has been granted by the Louisiana Department of
Environmental Quality.

a. The permittee shall test the effluent for toxicity in accordance with the provisions in this section.
APPLICABLE TO OUTFALL(S): 001

REPORTED ON DMR AS OUTFALL:  TX1

CRITICAL DILUTION: 96%

EFFLUENT DILUTION SERIES: 30%, 40%, 54%, 72%, and 96% o
COMPOSITE SAMPLE TYPE: Defined at PART |

TEST SPECIES/METHODS: 40 CFR Part 136

Ceriodaphnia dubia chronic static renewal survival and reproduction test, Method 1002.0, EPA-821-R-02-
013, or the most recent update thereof, This test should be terminated when 60% of the surviving
females in the control produce three broods or at the end of eight days, whichever comes first. B

Pimephales promelas (Fathead minnow) chronic static renewal 7-day larval survival and growth test;
Method 1000.0, EPA-821-R-02-013, or the most recent update thereof. A minimum of five (5) replicates
with ten (10) organisms per replicate must be used in the control and in each effluent dilution of this test. -/

b. The survival NOEC (No Observed Effect Concentration) is defined as the greatest effluent dilution at and
below which lethality that is statistically different from the control (0% effluent) at the 85% confidence level
does not occur. The NOEC for growth or reproduction is defined as the greatest effluent dilution at and
below which sub-lethality that is statistically different from the contral (0% effluent) at the 85% confidence
level does not occur,

C. This permit may be reopened to require whole effluent toxicity limits, chemical specific efﬂuent fimits,
additional testing, andfor other appropriate actions to address toxicity.

d. lethal test failure is defined as a demonstration of a statistically significant lethal effect at test completion
to a test species at or below the critical dilution. Sub-lethal test failure is defined as a demonstration of a
statistically significant sub-lethal effect (i.e., growth or reproduction) at test completion to a test species at
or below the critical dilution.

PERSISTENT LETHAL and/or SUB-LETHAL EFFECTS

The requirements of this section apply only when a loxicity test demonstrates significant lethal and/or sub-lethal
effects at or below the critical dilution.

i any valid test demonstrates significant lethal or sub-lethal effects to a test species at or below the crltlcél
dilution, the frequency of testing for that species is automatically increased to once per quarter for the term of the
permit.
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The permittee shall conduct a total of three (3) additional tests for any species that demonstrates
statistically significant lethal or sub-lethal toxic effects at the critical dilution or lower effluent dilutions. The
additional tests shall be conducted monthly during the next three consecutive months in which a
discharge occurs to determine if toxicity is persistent or occurs on a periodic basis. The purpose of this
testing is to determine whether toxicity is present at a level and frequency that will provide toxic sample
results to use in performing a Toxicity Reduction Evaluation (TRE). If no additional test failures occur
during the retest monitoring period, the testing frequency will be once per quarter for the term of the
permit or until another test failure cccurs. The permittee may substitute one of the additional tests in lieu
of one routine toxicity test. A full report shall be prepared for each test required by this section in accor-
dance with procedures outlined in item 4 of this section and submltted with the pericd discharge
monitoring report (DMR) to the permitting authority for review.

IF LETHAL EFFECTS HAVE BEEN DEMONSTRATED: If any of the valid additional tests demonstrates
significant lethal effects at or below the critical dilution, the permittee shall initiate Toxicity Reduction
Evaluation (TRE) requirements as specified in item 6 of this section. The permittee shall notify the
Department of Environmental Quality, Office of Environmental Compliance - Permit Compliance Un‘i_t_‘iin
writing within 5 days of the failure of any retest, and the TRE initiation date will be the test completion
date of the first failed retest. A TRE may also be required due to a demonstration of intermittent lethai
effects at or below the critical dilution, or for failure to perform the required retests.

IF ONLY SUB-LETHAL EFFECTS HAVE BEEN DEMONSTRATED: If any two of the three valid
additional tests demonstraie significant sub-lethal effects at 75% effluent dilution or lower, the permittee
shall initiate the Toxicity Reduction Evaluation (TRE) requirements (emphasizing investigations pertaining
to sub-lethal toxicity) as specified in ltem 6 of this section. The permitiee shall notify the Depariment of
Environmental Quality, Office of Environmental Compliance - Permit Compliance Unit in writing within 5
days of the failure of any retest, and the TRE initiation date will be the test completion date of the first
failed retest. A TRE concentrating on sub-lethal effects may also be required for failure to perform the
required tests.

The provisions of item 2.a are suspended upon submittal of the TRE Action Plan.

REQUIRED TOXICITY TESTING CONDITIONS

a.

Test Acceptance

The permittee shall repeat a test, including the control and all effluent dilutions, if the procedures and
quality assurance requirements defined in the test methods or in this permit are not satisfied, mctudlng
the following additional criteria:

S H
i. The toxicity test control (0% effluent) must have survival equal to or greater than 80%. s

ii. The mean number of Ceriodaphnia dubia neonates produced per surviving female in the control

(0% eftluent) must be 15 or more.

n. 60% of the surviving control females must produce three broods.

v. The mean dry weight of surviving Fathead minnow larvae at the end of the 7 days in the control
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effluent) for: the young of surviving females in the Cericdaphnia dubia reproduction test; the
growth and survival endpaints of the Fathead minnow test.

vi. The percent coefficient of variation between replicates shall be 40% or less in the critical dilution,
unless significant lethal or nonlethal effects are exhibited for: the young of surviving females in
the Ceriodaphnia dubia reproduction test; the growth and survival endpoints of the Fathead
minnow test.

i
Test failure may not be construed or reported as invalid due to a coefficient of variation value of greated

than 40%. A repeat test shall be conducted within the required reporting period of any test determined to
be invalid.

b. Statistical Interpretation

i. For the Ceriodaphnia dubia survival test, the statistical analyses used to determine if there is a
significant difference between the control and the critical dilution shall be Fisher's Exact Test as
described in EPA-821-R-02-013, or the most recent update thereof,

If the conditions of Test Acceptability are met in item 3.a above and the percent survival of the
test organism is equal to or greater than 80% in the critical dilution and all lower dilution
concentrations, the test shall be considered to be a passing test, and the permittee shall report a
survival NOEC of not less than the critical dilution for the DMR reporting requirements found in
Item 4 below.

ii. For the Ceriodaphnia dubia reproduction test and the Fathead minnow larval survival and growth
test, the statistical analyses used to determine if there is a significant difference between the
control and the critical dilution shall be in accordance with the methods for determining the No
Observed Effect Concentration (NOEC) as described in EPA-821-R-02-013, or the maost recent
update thereof.

C. Dilution Water

i. Dilution water used in the toxicity tests will be receiving water collected as close to the poihg;éf
discharge as possible but unaffected by the discharge. The permittee shall substitute synthetic
dilution water of similar pH, hardness and alkalinity to the closest downstream perennial water for;

A toxicity tests cenducted on effluent discharges to receiving water classified as intermittent
streams, and

B. toxicity tests conducted on effluent discharges where no receiving water is available due
to zero flow conditions.

i, If the receiving water is unsatisfactory as a result of instream toxicity (fails to fulfill the test
acceptance criteria of item 3.a), the permittee may substitute synthetic dilution water for the re-
ceiving water in all subsequent tests provided the unacceptable receiving water test met the
following stipulations: :

A a synthetic dilution water control which fulfills the test acceptance requirements of item
3.a was run concurrently with the receiving water control.

B. the test indicating receiving water toxicity has been carried out to completion (i.e., 7
days),

- : S : ire-rrdicat - :

&y o
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and information required by item 4 below; and y
b. the synthetic dilution water shall have a pH, hardness and alkalinity similar to that of the

receiving water or closest downstream perennial water not adversely affected by the
discharge, provided the magnitude of these parameters will not cause toxicity in the
synthetic dilution water.

d. Samples and Composites

i The permittee shall collect @ minimum of three flow-weighted 24-hour composite samples from
the outfall(s} listed at item 1.a above. A 24-hour composite sample consists ¢f a minimum of 4
effluent portions collected at equal time intervals representative of a 24-hour operating day and
combined proportional to flow or a sample continuously collected proportional to flow over a
24-hour operating day.

ii. The permittee shall collect second and third 24-hour composite samples for use during 24-hour
renewals of each dilution concentration for each test. The permittee must collect the 24-hour
composite samples such that the effluent samples are representative of any periodic episode of
chlorination, biocide usage or other potentially toxic substance discharged on-an intermittent
basis.

iii, The permittee must collect the 24-hour composite samples so that the maximum holding time for
any effluent sample shall not exceed 72 hours. The permittee must have initiated the toxicity test
within 36 hours after the collection of the last portion of the first 24-hour composite sample.
Samples shall be chilled to 0-6 degrees Centigrade during collection, shipping and/or storage.

iv. If the flow from the outfall(s) being tested ceases during the collection of effluent samples, lhé
requirements for the minimum number of effluent samples, the minimum number of effluent por:
tions and the sample holding time are waived during that sampling period. However, the
permittee must collect an effluent composite sample volume during the pericd of discharge that is
sufficient to complete the required toxicity tests with daily renewal of effluent. When possible, the
effluent samples used for the toxicity tests shall be collected on separate days if the discharge
occurs over multiple days. The effluent composite sample collection duration and the static
renewal protocol associated with the abbreviated sample collection must be documented in the
full report required in item 4 of this section.

4, REPCRTING

a. A valid test must be completed and test results must be submitted for each species during each
Meonitering Period. The permittee shall prepare a full report of the results of all tesls conducted pursuant
to this section in accordance with the Report Preparation Section of EPA-821-R-02-013, or the most
current publication, for every valid or invalid toxicity test initiated whether carried to completion or not. The
permittee shall retain each full report pursuant to the provisions of Part 11.C of this permit. For any test
which fails, is considered invalid, or which is terminated early for any reason, the full report must be
submitted for agency review. The permittee shall submit the first full report to the following address:

Department of Environmental Quality

o
[+

Altn:  Permit Compliance Uni
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In addition, if enforcement authority has been retained by EPA, a copy of the report must also be
submitted to the following address:

U.S. Environmental Protection Agency, Region 6
Water Enforcement Branch, 6 EN-WC
1445 Ross Ave.
Dallas, Texas 75202 -

b. The permittee shall submit the results of each valid toxicity test on the DMR for that Monitoring Period in
accordance with Part Ill. D.4 and the DMR Monitoring Period schedule contained in Part |l of this permit.
Submit retest information clearly marked as such on the DMR for the Monitoring Period in which the
retest occurred. Only results of valid tests are to be reported on the DMR. The permittee shall submit the
Table 1 Summary Sheet with each valid test.

i. Pimephales promelas (Fathead Minnow)

' A if the No Observed Effect Concentration {NOEC) for survival is less than the critical
dilution, enter a “1”; otherwise, enter a “0" for Parameter No. TLP6C.

B. Report the NOEC value for survival, Parameter No. TOP6C.

C. Report the NOEC value for growth, Parameter No. TPP6C.

D. If the No Observed Effect Concentration (NOEC) for growth is less than the critical
dilution, enter a “1”; otherwise, enter a "0" for Parameter No. TGP6C.

E. $g%%r}: the highest (critical dilution or control) Coefficient of Variation, Parameter No'

ii. Ceriodaphnia dubia

A. If the NOEC for survival is less than the critical dilution, enter a "1"; otherwise, enter a "0”
for Parameter No. TLP3B.

B. Report the NOEC value for survival, Parameter No. TOP3B.
C. Report the NOEC value for reproduction, Parameter No. TPP3B.
D. If the No Observed Effect Concentration (NOEC) for reproduction is less than the critical

dilution, enter a “1"; otherwise, enter a "0” for Parameter No. TGP3B.

E. Report the highest (critical dilution or control} Coefficient of Variation, Parameter No.
TQP3B.

iii. The Derminee shall report the following results for all VALID toxicity retests on the DMR for that

Anrtoris- PearinaA

.Y
oo Il IH oy,

A Retest #1 (STORET 22415). If the first monthly retest following faiture of a routine test for
either test species results in an NOEC for survival less than the critical dilution, report a

P LS

nfhnn;r et LT atd
= otherwise feporta G
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Retest #1 (STORET 22418): If the first monthly retest following failure of a routine test for
either test species results in an NOEC for growth or reproduction that is less than the
critical dilution, report a “1”; otherwise, report a “0".

B. Retest #2 (STORET 22416): If the second monthly retest following failure of a routine test
for either test species results in an NOEC for survival less than the critical dilution, report
a"1”; otherwise, report a "0".

Retest #2 (STORET 22419): If the second monthly retest following failure of a routine test
for either test species results in an NOEC for growth or reproduction that is less than the
critical dilution, report a “1"; otherwise, report a “0".

C. Retest #3 (STORET 51443): If the third monthly retest following failure of a routine test
for either test species results in an NOEC for survival less than the critica! dilution, repornt
a"1", otherwise, report a “0".

Retest #3 (STORET 51444). If the third monthly retest following failure of a routine test
for either test species results in an NOEC for growth or reproduction that is less than the
critical dilution, report a "1”; otherwise, report a “0".

If, for any reason, a retest cannot be performed during the Monitoring Period in which the
triggering routine test failure is experienced, the permittee shall report it on the following
Monitoring Period's DMR, and the comments section of the DMRs shall be annotated to that
effect. If retesting is not required during a given Monitoring Pericd, the permittee shall leave
these DMR fields blank.

" The permittee shall submit the toxicity testing information contained in Table 1 of this permit with the DMR

subsequent to each and every toxicity test Monitoring Period. The DMR and the summary table should
be sent to the address indicated in 4.a.

5. MONITORING FREQUENCY REDUCTION

| a. Upon successfully passing the first four consecutive quarters of WET tesling after permit
issuancefreissuance and in the absence of subsequent lethal and/or sub-lethal toxicity for one or both test
species at or below the criticat dilution, the permittee may apply for a testing frequency reduction. If
granted, the monitoring frequency for that test species may be reduced to not less than once per year for
the less sensitive species (usually the Fathead minnow) and not less than twice per year for the more
sensitive test species (usually the Cericdaphnia dubia).

b. CERTIFICATION - The permittee must certify in writing that no test failures have occurred and that all
tests meet all test acceptability criteria in item 3.2 above. In addition, the permittee must provide a list
with each test performed including test initiation date, species, NOECs for lethal and sub-lethal effects,
and the maximum coefficient of variation for the controls. Upon review and acceptance of this information
the agency will issue a letter of confirmation of the monitoring frequency reduction. A copy of the letter
will be forwarded to the agency's Permit Compliance Unit to update the permit reporting requirements.

c. This monnonng frequency reductlon applies only until the expiration date of this permit, at which time the
i ring Period for both {est species reverts to once per quarter until the ermlt

. . P
IS TE=lsouUuCyU.

' et

d. LETHAL AND/OR SUB-LETHAL FAILURES - If any test fails the lethal and/er sub-lethal endpoint at any

re [ in nd the monitoring frequency for
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retesting is not required if the permittee is performing a TRE.
6. TOXICITY REDUCTION EVALUATION (TRE)
a. The permittee shall submit a Toxicity Reduction Evaluation (TRE)} Action Plan and Schedule for

conducting a TRE for the following:
\ i, if lethal effects have been demonstrated: within (80} days of confirming lethality in any retest; or

ii. If only sub-lethal effects have been demonstrated: within (80) days of confirming sub-lethality at 75%
effluent dilution or lower in any two out of three retests.

The TRE Action Plan shall specify the approach and methodology to be used in performing the TRE. A
Toxicity Reduction Evaluation is an investigation intended to determine those actions necessary to
achieve compliance with water quality-based effluent requirements and/or chemical-specific limits by
reducing an effluent's toxicity (includes sub-lethal toxicity, if applicable) to an acceptable level. A TRE is
defined as a step-wise process which combines toxicity testing and analyses of the physical and chemical
characteristics of a toxic effluent to identify the constituents causing effluent lethal and/or sub-lethal
toxicity and/or treatment methods which will reduce the effluent toxicity. The TRE Action Plan shall lead
to the successful elimination of effluent lethal-andfor sub-lethal toxicity at the critical dilution and include
the following:

1. Specific Activities. The plan shall detail the specific approach the permittee intends to utilize in
conducting the TRE. The approach may include toxicity characterizations, identifications and
confirmation activities, source evaluation, trealability studies, or alternative approaches. When the
permittee conducts Toxicity Characterization Procedures the permittee shall perform multiple
characterizations and follow the procedures specified in the documents "Methods for Aquatic
Toxicity identification Evaluations: Phase | Toxicity Characterization Procedures” (EPA-
600/6-91/003) and "Toxicity Identification Evaluation: Characterization of Chronically Toxic
Effluents, Phase I" (EPA-600/6-91/005), or alternate procedures. When the permittee conducts
Toxicity ldentification Evaluations and Confirmations, the permittee shall perform multiple
identifications and follow the methods specified in the documents "Methods for Aquatic
Toxicity identification Evaluations, Phase |l Toxicity Identification Procedures for Samples
Exhibiting Acute and Chronic Toxicity” (EPA/600/R-92/080) and "Methods for Aquatic
Toxicity Identification Evaluations, Phase Il Toxicity Confirmation Procedures for Samples
Exhibiting Acute and Chronic Toxicity” (EPA/600/R-92/081), as appropriate;

The documents referenced above may be obtained through the National Technical Information
Service (NTIS) by phone at 1-800-553-6847, or by writing:

U.S. Department of Commerce il
National Technical Information Service o
5285 Port Royal Road
Springfield, VA 22161 : '

ii. Sampling Plan {e.g., locations, methods, holding times, chain of custody, preservation, etc.). The

effluent sample volume collected for all tests shall be adequate to perform the toxicity test, toxicity

. characterization, identification and confirmation procedures, and conduct chemical specific
- analyses-when-aprobable toxicant has been identified;

Where the permittee has identified or suspects specific pollutant(s) and/or source(s) of effluent
!oxmty. the permittee shall conduct, concurrent with toxicity testing, chemlcal specific analyses

was demonstrated within ours of test initigtion, -Nou
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analyzed independently. Otherwise the permittee may substitute a composite sample, comprised
of equal portions of the individual 24-hour composite samples, for the chemical specific analysis;

ii. Quality Assurance Plan (e.g., QA/QC implementation, corrective actions, etc.}; and
. Project Organization (e.g., project staff, project manager, consulting services, etc.).

b. The permittee shall initiate the TRE Action Plan within thirty (30) days of plan and schedule submittal,
The permittee shall assume alf risks for failure to achieve the required toxicity reduction. :

o The permittee shall submit a quarterly TRE Activities Report, with the Discharge Monitoring Report m
the months of January, April, July, and October, containing information on toxicity reduction evaluation
activities including:

i. any data and/or substantiating documentation which identify the pollutant(s) and/or source(s) of
effluent lethal and/or sub-lethal toxicity,

ii. any studies/evaluations and results on the treatability of the facility's effluent lethal and/or sub-
lethal toxicity; and

i, any data which identify effluent toxicity control mechanisms that will reduce effluent toxicity to
achieve compliance with permit biomonitoring requirements and/or chemical-specific limits.

The TRE Activities Report shall be submitted to the following addresses:

Department of Environmental Quality
Office of Environmental Compliance
P.O. Box 4312
Baton Rouge, Louisiana 70821-4312
Attn: Permit Compliance Unit

U.S. Environmental Protection Agency, Region 6
Water Enforcement Branch .

1445 Ross Avenue

Dallas, Texas 75202 N

L3

d. The permittee shall submit a Final Report en Toxicity Reduction Evaluation Activities no later than twenty-
eight (28} months from confirming lethality and/or sub-lethality (if applicable) in the retests, which provides
information pertaining to the specific control mechanism selected that will, when implemented, result in
the permittee achieving compliance with permit biomonitoring requirements and/or chemical-specific
limits. The report will also provide a specific corrective action schedule for implementing the selected
control mechanism.

A copy of the Final Report on Toxicity Reduction Evaluation Activities shall alsoc be submitted to the
above addresses.

e. Quarterly testing during the TRE is a minimum monitoring requirement. LDEQ recommends that
permittees required to perform a TRE not rely on quarterly testing alone to ensure success in the TRE,
and that additional screening tests be performed to capture toxic samples for identification of toxicants.
At the end of the TRE, LDEQ will consider all information submitted and establish appropriate controls to
prevent future toxic discharges, including WET and/or chemical-specific limits per state regulations at
LAC 33:1X.2707.D.1.e.
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TABLE 1
SUMMARY SHEET
Ceriodaphnia dubia SURVIVAL AND REPRODUCTION TEST

PERMITTEE:
FACILITY SITE:
LPDES PERMIT NUMBER:
OUTFALL IDENTIFICATION:

OUTFALL SAMPLE IS FROM SINGLE MULTIPLE DISCHARGE
BIOMONITORING LABORATOQRY:

DILUTION WATER USED: RECEIVING WATER LAB WATER
CRITICAL DILUTION % DATE TEST INITIATED

1. LOW-FLOW LETHALITY:

is the mean survival at 7 days significantly less (p=0.05) than the controt survival at the low-flow or critical dilution?

Yes No
i PERCENT SURVIVAL - Ceriodaphnia
! TIME OF PERCENT EFFLUENT
| READING
0% 30% 40% 54% 72% 96%
24-HOUR
48-HOUR
7-DAY |

2. LOW-FLOW NON-LETHALITY:

Is the mean number of young produced per female at 7 days significantly less (p=0.05) than the control's number of
- young per female for the low-flow or critical dilution? Yes No

NUMBER OF YOUNG PRODUCED PER FEMALE @ 7 DAYS - Ceriodaphnia
PERCENT EFFLUENT

REFPLICATE

0% 30% 40% 54% 72% 96%

C—TOMMOO®mI

Mean No. of
young
CV%"* [

3. Are the test results to be considered valid? Yes No

' If _X no (testinvalid) , what reasons for invalidity?

4. Is this a retest of a previcus invalid test? Yes No
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Is this a retest of a previous test failure? Yes No
5. Enter percent effluent corresponding to each NOEC (No Observed Effect Concentration) for Ceriedaphnia:
a. NOEC SURVIVAL = % effluent

b. NOEC REPRODUCTION = % effluent
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TABLE 1
SUMMARY SHEET
Pimephales promelas ("fathead minnow") SURVIVAL AND GROWTH TEST

PERMITTEE:
FACILITY SITE:

| LPDES PERMIT NUMBER:
QUTFALL IDENTIFICATION:

QUTFALL SAMPLE 1S FROM SINGLE MULTIPLE DISCHARGE
BIOMONITORING LABORATORY:

DILUTION WATER USED: RECEIVING WATER LAB WATER
CRITICAL DILUTION % DATE TEST INITIATED

1. LOW-FLOW LETHALITY:

Is the mean survival at 7 days significantly less (p=0.05) than the control survival at the low-flow or critical dilution?
Yes No

PERCENT SURVIVAL - Pimephales

PERCENT % SURVIVAL / REPLICATES MEAN % SURVIVAL Cv
EFFLUENT Y

A B C D 24-HR 48-HR 7 DAY

0%
30%
40%
54%
72%
96%

2. LOW-FLOW NON-LETHALITY:

Is the mean dry weight (growth) at 7 days significantly less (p=0.05) than the control's dry weight {growth) for the low-
flow or critical dilution? Yes No

DATA TABLE FOR GROWTH - Pimephales

PERCENT AVERAGE DRY WEIGHT IN MILLIGRAMS IN MEAN DRY
EFFLUENT REPLICATE CHAMBERS Cv%*
WEIGHT
A B C - D E
0%
30%
40%
54%
F2%
96%

" Loefficient of vanation — standard deviation x T00/mean
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3. Are the test results to be considered valid? Yes No
If _X no (test invalid} , what reasons for invalidity?

4. Is this a retest of a previous invalid test? Yes No
Is this a retest of a previous test failure? Yes No

5. Enter percent effluent carresponding to each NCEC {No Qbserved Effect Concentration) for Pimephales:
a. NOEC SURVIVAL = % effluent

b. NOEC GROWTH = % effluent
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PART (Il
STANDARD CONDITIONS FOR LPDES PERMITS

SECTION A, GENERAL CONDITIONS

1.

2.

3.

4,

5.

Introduction

In accordance with the provisions of LAC 33:1X.2701, et seq., this permit incorporates either expressly or by
reference ALL conditions and requirements applicable to Louisiana Pollutant Discharge Elimination System
Permits (LPDES) set forth in the Louisiana Environmental Quality Act (LEQA), as amended, as well as ALL
applicable regulations.

Duty to Comply
The permittee must comply with all conditions of this permit. Any permit noncompliance constitutes a

violation of the Clean Water Act {CWA) and the Louisiana Environmental Quality Act and is grounds for
enforcement action; for permit termination, revocation and reissuance, or modification; or for denial of a
permit renewal application.

Penalties for Violation of Permit Conditions

a. LA R. S. 30:2025 provides for civil penalties for viclations of these requlations and the Louisiana
Environmental Quality Act. LA. R. S. 30:2076.2 provides for criminal penalties for viclation of any
provisions of the LPDES or any order or any permit condition or limitation issued under or implementing
any provisions of the LPDES program. (See Section E. Penalties for Violation of Permit Conditions for
additional details).

b. Any person may be assessed an administrative penalty by the State Administrative Authority under LA.
R. 8. 30:2025 for violating a permit condition or limitation implementing any of the requirements of the
LPDES program in a permit issued under the regulations or the Louisiana Environmental Quality Act.

Toxic Pollutants

a. Other effluent limitations and standards under Sections 301, 302, 303, 307, 318, and 405 of the Clean
Water Act. If any applicable toxic effluent standard or prohibition (including any schedule of compliance
specified in such effluent standard or prohibition) is promulgated under Section 307(a) of the Clean
Water Act for a toxic pollutant and that standard or prohibition is more stringent than any limitation on
the pollutant in this permit, the state administrative authority shall institute proceedings under these
regulations to modify or revoke and reissue the permit to conform to the toxic effluent standard or
prohtbition.

b. The permittee shall comply with effluent standards or prohibitions established under Section 307(a) of
the Clean Water Act for toxic pollutants and with standards for sewage sludge use or disposal
established under Section 405(d) of the Clean Water Act within the time provided in the regulations that
establish these standards or prohibitions, or standards for sewage sludge use or disposal, even if the
permit has not yet been modified to incorporate the requirement.

Duty to Reapply

a. Individual Permits. if the permittee wishes to continue an activity regulated by this permit after the
expiration date of this permit, the permittee must apply for and obtain a new permit. The new
application shall be submitted at least 180 days before the expiration date of the existing permit, uniess
permission for a later date has been granted by the state administrative authority. (The state
administrative authority shall not grant permission for applications to be submitted later than the
expiration date of the existing permit.} Continuation of expiring permits shall be governed by regutations
promulgated at LAC 33:1X.2321 and any subsequent amendments.
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6.

10.

b. General Permits. General permits expiie five years after the effective date. The 180-day reapplication
period as defined above is not applicable to general permit authorizations. Reissued general permits
may provide automatic coverage for permittees authorized under the previous version of the permit, and
no new application is required. Requirements for obtaining authorization under the reissued general
permit will be outlined in Part ! of the new permit. Permittees authorized to discharge under an expiring
general permit should follow the requirements for obtaining coverage under the new general permit to
maintain discharge authorization.

Permit Acticn
This permit may be meodified, revoked and reissued, or terminated for cause in accordance with LAC
33:1X.2803, 2905, 2907, 3105 and 6509. The causes may include, but are not limited to, the following:

a. Noncompliance by the permittee with any cendition of the permit;

b. The permittee’s failure in the application or during the permit issuance process to disclose fully all
relevant f acts, or the permittee’'s misrepresentation of any relevant facts at any time;

c. A determination that the permitied activity endangers human health or the environment and can only be
regulated to acceptable levels by permit modification or termination,;

d. A change in any condition that requires either a temporary or a permanent reduction or elimination of
any discharge; or

e. Failure to pay applicable fees under the provisions of LAC 33: IX. Chapter 13,
f.  Change of ownership or operational controi,

The filing of a request by the permittee for a permit modification, revocation and reissuance, or termination,
or a notification of planned changes or anticipated noncompliance does not stay any permit condition.

Property Rights
This permit does not convey any property rights of any sort, or any exclusive privilege.

Duty to Provide Information

The permittee shall furnish to the stale administrative authority, within a reasonable time, any information
which the state administrative authority may request to determine whether cause exists for modifying,
revoking and reissuing, or terminating this permit, or to determine compliance with this permit. The
permittee shall also furnish to the state administrative authority, upon request, copies of records required to
be kept by this permit.

Criminal and Civil Liability

Except as provided in permit conditions on "Bypassing” and "Upsets”, nothing in this permit shall be
construed to relieve the permittee from civil or cniminal penalties for noncompliance. Any false or materially
misleading representation or concealment of information required to be reported by the provisions of the
permit, the Act, or applicable regulations, which avoids or effectively defeats the regulatory purpose of the
Permit may subject the Permittee to criminal enforcement pursuant to La. R.S. 30:2025.

QOil and Hazardous Substance Liability

Nothing in this permit shall be construed to preclude the institution of any legal action or relieve the
permittee from any respensibilities, liabilities, or penalties to which the permittee is or may be subject under
Section 311 of the Clean Water Act.

—State Laws

Nothing in this permit shall be construed to preclude the institution of any legal action or relieve the

or regulation under authority preserved by Section 510 of the Clean Water Act.
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12. Severabitity

13.

14,

If any provision of these rules and regulations, or the application thereof, is held to be invalid, the remaining
provisions of these rules and regulations shall not be affected, so long as they can be given effect without
the invalid provision. To this end, the provisions of these rules and regulations are declared to be severable.

Dilution

A permittee shall not achieve any effluent concentration by dilution unless specifically authorized in the
permit. A permittee shall not increase the use of process water or cooling water or otherwise attempt to
dilute a discharge as a partial or complete substitute for adequate treatment to achieve permit limitations or
water quality. '

Facilities Requiring Approval from Other State Agencies

In accordance with La R.S.40.4{AX6) the plans and specifications of all sanitary sewerage treatment
systems, both public and private, must be approved by the Department of Health and Hospitals state health
officer or his designee. It is unlawful for any person, firm, or corporation, both municipal and private to
operate a sanitary sewage treatment facility without proper authorization from the state health officer.

in accordance with La R.5.40.1149, it is uniawful for any persen, firm or corporation, both municipal and
private, operating a sewerage system to operate that system unless the competency of the operator is duly
certified by the Department of Health and Hospitals state health officer. Furthermore, it is unlawful for any
person to perform the duties of an operator without being duly certified.

In accordance with La R.5.48.385, it is unlawful for any industrial wastes, sewage, seplic tanks effluent, or
any noxious or harmful matter, solid, liquid or gaseous to be discharged into the side or cross ditches or
placed upon the rights-of-ways of state highways without the prior written consent of the Department of
Transportation and Development chief engineer or his duly authorized representative and of the secretary of
the Department of Health and Hospitals.

SECTION B. PROPER OPERATION AND MAINTENANCE

1.

Need to Halt or Reduce not a Defense
It shall not be a defense for a permittee in an enforcement action that it would have been necessary to halt
or reduce the permitted activity in order to maintain compliance with the conditions of this permit.

Duty to Mitigate

The permittee shall take all reasonable steps to minimize or prevent any discharge in violation of this permit
which has a reasonabile likelihood of adversely affecting human health or the environment. The permittee
shall also take all reascnable steps to minimize or correct any adverse impact on the environment resulting
from noncompliance with the permit, including such accelerated or additional momtonng as necessary to
determine the nature and impact of the noncemplying discharge.

3. Proper Operation and Maintenance

a. The permittee shall at all times properly operate and maintain all facilities and systems of treatment and
control (and related appurtenances) which are installed or used by the permittee to achieve compliance
with the conditions of this permit. Proper operation and maintenance also includes adequate laboratory
controls and appropriate quality assurance procedures. This provision requires the operation of back-up
or auxiliary facilities or similar systems which are installed by a permittee only when the operation is
necessary to achieve compliance with the conditions of the permit.

b. The permittee shall provide an adequate operating staff which is duly qualified to carry out operation,
maintenance and other functions necessary to ensure compliance with the conditions of this permit.
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4. Bypass of Treatment Facilities

a.

b.

Bypass. The intentional diversion of waste streams from any portion of a treatment facility.

Bypass not exceeding limitations. The permittee may allow any bypass to occur which does not cause
effluent limitations to be exceeded, but only if it also is for essential maintenance to assure efficient
operation. These bypasses are not subject to the provisions of Section B.4.c. and 4.d of these standard
conditions. :

Notice

(1) Anticipated bypass. If the permittee knows in advance of the need for a bypass, it shall submit prior
notice to the Office of Environmental Services, Water Permits Division, if possible at least ten days
before the date of the bypass.

{2) Unahticigated bypass. The permittee shall submit notice of an unanticipated bypass as required in
LAC 33:1X.2701.L.6, (24-hour notice) and Section D.6.e. of these standard conditions.

Prohibition of bypass
(1) Bypass is prohibited, and the state administrative authority may take enforcement action against a
permitiee for bypass, unless:

{a) Bypass was unavoidable to prevent loss of life, personal injury, or severe property damage;

(b) There were no feasible alternatives to the bypass, such as the use of auxiliary treatment
facilities, retention of untreated wastes, or maintenance during normal periods of equipment
downtime. This condition is not satisfied if adequate back-up equipment should have been
instailed in the exercise of reasonable engineering judgment to prevent a bypass which
occurred during normal periods of equipment downtime or preventive maintenance; and,

(¢) The permitiee submitted notices as required by Section B.4.¢ of these standard conditions.
(2} The state administrative authority may approve an anticipated bypass after considering its adverse

effects, if the state administrative authority determines that it will meet the three conditions listed in
Section B.4.d(1) of these standard conditions.

5. Upset Conditions

a.

Upset. An exceptional incident in which there is unintentional and temporary noncompliance with
technology based permit effluent limitations because of factors beyond the reasonable control of the
permittee. An upset does not include noncompliance to the extent caused by operational error,
improperly designed treatment facilities, inadequate treatment facilities, lack of preventive maintenance,
or careless or improper operation,

Effect of an upset. An upset constitutes an affirmative defense to an action brought for noncompliance
with such technology-based permil effluent limitations if the requirements of Section B.5.c. are met. No
determination made during administrative review of claims that noncompliance was caused hy upset,
and before an action for noncompliance, is final administrative action subject to judicial review.

Conditions necessary for a demonstration of upset. A permittee who wishes to establish the affirmative
defense of upset shall demonstrate, through properly signed. contemporaneous operating logs, or other
relevant evidence that:

(1) Anupset occurred and that the permittee can identify the cause(s) of the upset;

(2) The permitted facility was at the time being properly operated; and

(3) The permittee submitted notice of the upset as required by LAC 33:1X.2701.L.6.bii. and Section
D.6.e.(2) of these standard conditions; and
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(4) The permittee complied with any remedial measures required by Section B.2 of these standard
conditions.

d. Burden of proof. In any enforcement proceeding, the permittee seeking to establish the occurrence of
an upset has the burden of proof.

6. Removed Substances

Solids, sewage sludges, filter backwash, or other pollutants removed in the course of treatment or
wastewater control shall be properly disposed of in a manner such as to prevent any pollutant from such
materials from entering waters of the state and in accordance with environmental regulations.

Percent Removal

For publicly owned treatment works, the 30-day average percent removal for Biochemical Oxygen Demand
and Total Suspended Solids shail not be less than 85 percent in accordance with LAC 33:1X.5905 A.3. and
B.3. :

SECTION C. MONITORING AND RECORDS

1.

Inspection and Entry

The permittee shall allow the state administrative authority or an authorized representative (including an

authorized contractor acting as a representative of the Administrator), upon the presentation of credentials

and other documents as may be required by the law to:

a. Enter upon the permittee's premises where a regulated facility or activity is located or conducted, or
where records must be kept under the conditions of this permit.

Enter upon the permittee’'s premises where a discharge source is or might be located or in which
monitoring equipment or records required by a permit are kept for inspection or sampling purposes.
Most inspections will be unannounced and shoulid be allowed to begin immediately, but in no case shall
begin more than thirty (30) minutes after the time the inspector presents his/her credentials and
announces the purpose(s) of the inspection. Delay in excess of thity (30) minutes shall constitute a
violation of this permit. However, additional time can be granted if the inspector or the Administrative
Authority determines that the circumstances warrant such action; and

b. Have access to and copy, at reasonable times, any records that the department or its authorized
representative determines are necessary for the enforcement of this permit.  For records maintained in
either a central or private office that is open only during normal office hours and is closed at the time of
inspection, the records shall be made available as soon as the office is open, bul in no case later than
the close of business the next working day,

¢. Inspect at reasonable times any facilities, equipment (including monitoring and control equipment),
practices, or operations regulated or required under this permit; and

d. Sample or monitor at reasenable times, for the purposes of assuring permit compliance or as otherwise
authorized by the Clean Water Act or the Louisiana Environmental Quality Act, any substances or
parameters at any location.

e. Sample Collection

(1) When the inspector announces that samples will be collected, the permittee will be given an
additional thirty (30) minutes to prepare containers in order to collect duplicates. If the permittee
cannot obtain and prepare sample containers within this time, he is considered to have waived his
right to collect duplicate samples and the sampling will proceed immediately. Further delay on the
part of the permittee in allowing initiation of the sampling will constitute a violation of this permit.

(2) At the discretion of the administrative authority, sample collection shall proceed immediately
(without the additional 30 minutes described in Section C.1.a. above) and the inspector shall supply
the permittee with a duplicate sample.
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f. It shall be the responsibility of the permittee to ensure that a facility representative familiar with
provisions of its wastewater discharge permit, including any other conditions or limitations, be available
either by phone or in person at the facility during all hours of operation. The absence of such personnel
on-site who are familiar with the permit shall not be grounds for delaying the initiation of an inspection
except in situations as described in Section C.1.b. of these standard conditions. The permittee shall be
responsible for providing witnesses/escorts during inspections. Inspectors shall abide by all company
safety rules and shall be equipped with standard safety equipment (hard hat, safety shoes, safety
glasses) normally required by industrial facilities.

g. Upon written request copies of field notes, drawings, eic., taken by department personne! during an
inspection shall be provided to the permittee after the final inspection report has heen completed.

2. Representative Sampling
Samples and measurements taken for the purpose of monitoring shall be representative of the monitored
activity. All samples shall be taken at the outfall location(s) indicated in the permit. The state administrative
authority shall be notified prior to any changes in the outfall location(s). Any changes in the outfall
location(s) may be subject to modification, revocation and reissuance in accordance with LAC 33:1X.2903.

3. Retention of Records

Except for records of monitoring information required by this permit related to the permittee's sewage sludge
use and disposal activities, which shall be retained for a period of at least five years (or longer as reguired
by 40 CFR 503), the permittee shall retain records of all monitoring information, including all calibration and
maintenance records and all original strip chart recordings far continuous monitoring instrumentation, copies
of all reports required by this permit, and records of all data used to complete the application for this permit,
for a period of at least 3 years from the date of the sample, measurement, report, or application. This period
may be extended by request of the slate administrative authority at any time.

4. Record Contents
Records of monitoring information shall include:

The date, exact place, and time of sampling or measurements;
The individual(s) who performed the sampling or measurements;
The date(s) analyses were performed,

The time(s} analyses were begun,

The individuai(s) who performed the analyses;

The analytical techniques or methods used,

The results of such analyses; and

The results of all quality contro! procedures.

s@a~pao0oow

5. Monitoring Procedures
a. Monitoring results must be conducted according to test procedures approved under 40 CFR Part 136 or,
in the case of sludge use or disposal, approved under 40 CFR Part 136 unless otherwise specified in 40
CFR Part 503, unless other test procedures have been specified in this permit.

b. The permittee shall calibrate and perform maintenance procedures on all monitoring and analytical
instruments at intervals frequent enough to insure accuracy of measurements and shall maintain
appropriate records of such activities.

c. The permitiee or designated laberatory shall have an adegquate analytical quality assurance/quality
control program to produce defensible data of know precision and accuracy. All quality control
measures shall be assessed and evaluated on an on-going basis and quality control acceptance criteria
shall be used to determine the validity of the data. All method specific quality control as prescribed in
the method shall be foilowed. {f guality control requirements are not included in the method, the
permittee or designated laboratory shall follow the quality control requirements as prescribed in the
Approved Edition (40 CFR Part 136) Standard Methods for the Examination of Water and Wastes,
Sections 1020A and 1020B. General sampling protocol shall follow guidelines established in the
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"Handbook for Sampling and Sample Preservation of Water and Wastewater, 1982 "U.S. Environmental
Protection Agency. This publication is available from the National Technical Information Service (NTIS),
Springfield, VA 22161, Phone number {800) 553-6847. Order by NTIS publication number PB-83-
124503.

6. Flow Measurements

Appropriate flow measurement devices and methods consistent with accepted scientific practices shall be
selected and used to ensure the accuracy and reliability of measurements of the volume of monitored
discharges. The devices shall be installed, calibrated, and maintained to insure that the accuracy of the
measurements are consistent with the accepted capability of that type of device. Devices selected shall be
capable of measuring flows with a maximum deviation of less than 10% from true discharge rates
throughout the range of expected discharge volumes. Guidance in selection, installation, calibration and
operation of acceptable flow measurement devices can be obtained from the following references:

a. "A Guide to Methods and Standards for the Measurement of Water Flow, 1875," U.S. Department of
Commerce, National Bureau of Standards. This publication is available from the National Technical
Information Service (NTIS), Springfield, VA 22161, Phone number (800) 553-6847. Order by NTIS
publication number COM-75-10683.

b. “"Flow Measurement in Open Channels and Closed Conduits, Volumes 1 and 2, U.S. Department of
Commerce, National Bureau of Standards. This publication is available from the National Technical

i Service (NTIS), Springfield, VA, 22161, Phone number (800) 553-6847. Order by NTIS publication
‘ number PB-273 535.

c. “NPDES Compliance Flow Measurement Manual,” U.S. Environmental Protection Agency, Office of
Water Enforcement. This publication is available from the National Technical Information Service
(NTIS), Springfield, VA 22161, Phone number (800) 553-6847. Order by NTIS publication number PB-
82-131178.

7. Prohibition for Tampering: Penalties
a. LAR.S. 30:2025 provides for punishment of any person who falsifies, tampers with, or knowingly renders
inaccurate any monitoring device or method required to be maintained under this permit.

b. LA R.S. 30:2076.2 provides for penalties for any person who knowingly makes any false statement,
representation, or certification in any record or other document submitted or required to be maintained
under this permit, including monitoring reports or reports of compliance or non compliance.

8. Additional Monitoring by the Permittee
If the Permittee monitors any pollutant more frequently than required by the permit using test procedures
approved under 40 CFR Part 136 (See LAC 33:1X.4901) or, in the case of sludge use and disposal,
approved under 40 CFR Part 136 (See LAC 33:1X.4901) unless otherwise specified in 40 CFR Part 503, or
as specified in the permit, the results of this monitoring shall be included in the calculation and reporting of
the data submitted in the DMR or sludge reporting form specified by the state administrative authority.

9. Averaging of Measurements
Calculations for all limitations which require averaging of measurements shall utilize an arithmetic mean
unless otherwise specified by the state administrative authority in the permit.

10. Laboratory Accreditation
a. LAC 33:1.Subpart 3, Chapters 45-59 provide requirements for an accreditation program specifically

applicable to commercia! laboratories, wherever located, that provide chemical analyses, analytical

results, or other test data to the department, by contract or by agreement, and the data is:

(1) Submitted on behalf of any facility, as defined in R.5.30:2004,

{2) Required as part of any permit application;

{3) Required by order of the department;
. {4y Requiredtobe included on any monitoring reports submitted to the department,
—— {57 Regquiredto be-submitted-bycottractor-m/m0m—”™m™@”8m ™ @ @

{6) Otherwise required by department regulations.
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b. The department laboratory accreditation program, Louisiana Environmental Laboratory Accreditation
Program (LELAP) is designed to ensure the accuracy, precision, and reliability of the data generated, as
well as the use of department-approved methodologies in generation- of that data. Laboratory data
generated by commercial environmental iaboratories that are not (LELAP) accredited will not be
accepted by the department. Retesting of analysis will be required by an accredited commercial
laboratory.

Where retesting of effluent is not possible (i.e. data reported on DMRs for prior month's sampling), the
data generated will be considered invalid and in viclation of the LPDES permit.

c. Regulations on the Louisiana Environmental Laboratery Accreditation Program and a list of labs that
have applied for accreditation are availabie on the department website located under DIVISIONS -
LABORATORY SERVICES at the following link:

http:/lwww.deq.louisiana.qov

Questions concerning the program may be directed to (225) 219-9800.

SECTION D. REPORTING REQUIREMENTS

1. FEacility Changes
The permittee shall give notice to the state administrative authority as soon as possible of any planned
physical alterations or additions to the permitted facility. Notice is required only when:
a.  The alteration or addition to a permitted facility may meet one of the criteria for determining whether
a facility is a new source in 40 CFR 122.29(b); or

b. The alteration or addition could significantly change the nature or increase the quantity of pollutants
discharged. This notification applies to pollutants which are subject neither to effluent limitations in
the permit, nor to notification requirements under LAC 33:1X.2703.A.1.

c. For Municipal Permits. Any new introduction of pollutants into the POTW from an indirect
discharger which would be subject to Section 301, or 306 of the CWA if it were directly discharging
those pollutants; and any substantial change in the volume or character of pollutants being
introduced into that POTW by a source introducing pollutants into the POTW at the time of
issuance of the permit. In no case are any new connections, increased flows, or significant
changes in influent quality permitted that will cause violation of the effluent limitations specified
herein.

2. Anticipated Noncompliance
The permittee shall give advance notice to the state administrative authority of any planned changes in the
permitted facility or activity which may result in noncompliance with permit requirements.

3. Transfers
This permit is not transferable to any person except after notice to the state administrative authority. The
state administrative authority may require modification or revecation and reissuance of the permit to change
the name of the permittee and incorporate such other requirements as may be necessary under the Clean
Water Act or the Louisiana Environmental Quality Act. {See LAC 33:1X.2901; in some cases, modification or
revocation and reissuance is mandatory.}

A permit may be transferred by the permittee 1o a new owner or operator only if the permit has been
modified or revoked and reissued {under LAC 33:1X.2903. A 2.b), or a minor madification made (under LAC
33:1X.2905) to identify the new permittee and incorporate such other requirements as may be necessary
under the Clean Water Act and the Louisiana Environmental Quality Act.

\ form_7027_r03
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4. Monitoring Reports
Monitoring results shall be reported at the intervals and in the form specified in Part | or Part Il of this permit.

The permittee shall submit properly completed Discharge Monitoring Reports (DMRs) on the form
specified in the permit. Preprinted DMRs are provided to majors/92-500's and other designated
facilities. Please contact the Permit Compliance Unit concerning preprints. Self-generated DMRs must
be pre-approved by the Permit Compliance Unit prior to submittal. Self-generated DMRs are approved
on an individual basis. Requests for approval of self-generated DMRs should be submitted to:

Supervisor, Permit Compliance Unit
Office of Environmental Compliance
Post Office Box 4312

Baton Rouge, LA 70821-4312

Copies of blank DMR templates, plus instructions for completing them, and EPA’s LPDES Reporting
Handbook are available at the department website located at;

http:waw.deq.louisiana.qovipor‘taIIDefauIt.aspx?tabid=2276

5. Compliance Schedules i
Reports of compliance or noncompliance with, or any progress reports on, interim and final requirements
contained in any compliance schedule of this permit shail be submitted no later than 14 days following each
schedule date.

6. Requirements for Notification

a. Emergency Notification

As required by LAC 33.1.3915, in the event of an unauthorized discharge that does cause an emergency
condition, the discharger shall notify the hotline (DPS 24-hour Louisiana Emergency Hazardous
Materials Hotline) by telephone at (225) 925-6595 (collect calls accepted 24 hours a day) immediately {a
reasonable period of time after taking prompt measures lo determine the nature, quantity, and potential
off-site impact of a release, considering the exigency of the circumstances), but in no case later than
one hour after learning of the discharge. (An emergency condition is any condition which could
reasonably be expected to endanger the health and safety of the public, cause significant adverse
impact to the land, water, or air environment, or cause severe damage to property.) Notification required
by this section will be made regardless of the amount of discharge. Prompt Notification Procedures are
listed in Section D.6.¢. of these standard conditions.

A written report shall be provided within seven calendar days after the notification. The report shall
contain the information listed in Section D.6.d. of these standard conditions and any additional
information in LAC 33:1.3825.B.

b. Prompt Notification
As required by LAC 33:1.3917, in the event of an unauthorized discharge that exceeds a reportable
quantity specified in LAC 33:1.Subchapter E, but does not cause an emergency condition, the discharger
shall promptly notify the department within 24 hours after learning of the discharge. Notification should
be made to the Office of Environmental Compliance, Surveillance Division Single Point of Contact
(SPOC) in accordance with LAC 33:1.3923.

In accordance with LAC 33:1.3923, prompt notification shall be provided within a time frame not to
exceed 24 hours and shall be given to the Office of Environmental Compliance, Surveillance Division
Single Point of Contact (SPOC) as follows:

(1) by the Online Incident Reporting screens found at
| http:/iwww3.deq.louisiana govisurveiliance/irf/forms/ ;or

form_7027_r05
4/25/07
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C.

(2) by e-mail utiizing the Incident Report Form and instructions found at
http://www,deq_Iouisiana.qoviportal/Default.aspx?tabid:Z?Q;or

(3) by lelephone at {(225) 219-3640 during office hours, or (225) 342-1234 after hours and
on weekends and holidays.

Content of Prompt Notifications. The following guidelines will be utilized as appropriate, based on the

conditions and circumstances surrounding any unauthorized discharge, to provide relevant information

regarding the nature of the discharge:

(1) the name of the person making the notification and the telephone number where any return calls
from response agencies can be placed,

(2) the name and location of the facility or site where the unauthorized discharge is imminent or has
occurred, using common landmarks. In the event of an incident invelving transport, include the
name and address of the transporter and generator,

{3) the date and time the incident began and ended, or the estimated time of continuation if the
discharge is continuing;

(4) the extent of any injuries and identification of any known personnel hazards that response agencies
may face;

(5) the common or scientific chemical name, the U.S. Department of Transportation hazard
classification, and the best estimate of amounts of any and all discharged pollutants,

(6) a brief description of the incident sufficient to allow response agencies to formulate their level and
extent of response activity.

Written Notification Procedures. Written reports for any unauthorized discharge that requires nofification
under Section D.6.a. or 6.b., or shall be submitted by the discharger to the Office of Environmental
Compliance, Surveillance Division SPOC in accordance with LAC 33:1X.3925 within seven calendar
days after the notification required by D.6.a. or 8.b., unless otherwise provided for in a valid permit or
other department regulation. Written notification reports shall include, but not be limited to, the following
information:

(1) the name, address, telephone number, Agency Interest (Al) number (number assigned by the
department) if applicable, and any other applicable identification numbers of the person, company,
or other party who is filing the written report, and specific identification that the report is the written
follow-up report required by this section,

(2) the time and date of prompt notification, the state official contacted when reporting, the name of
person making that notification, and identification of the site or facility, vessel, transport vehicle, or
storage area from which the unauthorized discharge occurred, :

(3} date(s), time(s), and duration of the unauthorized discharge and, if not corrected, the anticipated
time it is expected to continue;

(4) details of the circumstances (unauthorized discharge description and root cause) and events
leading to any unauthorized discharge, including incidents of loss of sources of radiation, and if the
release point is subject to a permit:

(a) the current permitted fimit for the pollutant(s) released;and
{b) the permitted release point/outfall ID.

(5) the common or scientific chemical name of each specific pollutant that was released as the result of
an unauthorized discharge, including the CAS number and U.S. Department of Transportation
hazard classification, and the best estimate of amounts of any and all released poliutants {total
amount of each compound expressed in pounds, including calculations);

form_7027_r05
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(6) a statement of the actual or probable fate or disposition of the pollutant or source of radiation and
what off-site impact resulted;

(7} remedial actions taken, or to be taken, to stop unauthorized discharges or {o recover poliutants or
sources of radiation.

(8) Wiritten notification reports shali be submitted to the Office of Environmentai Compliance,
Surveillance Division SPOC by mail or fax. The transmittal envelope and report or fax cover page
and report should be clearly marked "UNAUTHORIZED DISCHARGE NCTIFICATION REPORT."

Please see LAC 33:1.3925.B for additional written notification procedures.

e. Twenty-four Hour Reporting. The permittee shall report any noncompliance which may endanger human
health or the environment. Any information shall be provided orally within 24 hours from the time the
permittee becomes aware of the circumstances. A written submission shall also be provided within five
days of the time the permittee becomes aware of the circumstances. The written submission shall
contain a description of the noncompliance and its cause; the period of nencompliance, including exact
dates and times, ang if the noncompliance has not been corrected, the anticipated time it is expected to
continue; and; steps taken or planned to reduce, eliminate, and prevent recurrence of the

! noncompliance. The following shall be included as information which must be reported within 24hours:
(1) Any unanticipated bypass which exceeds any effluent limitation in the permit (see LAC
33:1X.2701.M.3.b.);

(2) Any upset which exceeds any effluent lirnitation in the permit;

(3) Violation of a maximum daily discharge limitation for any of the poliutants fisted by the state
administrative authority in Part Il of the permit to be reported within 24 hours (LAC 33:1X.2707.G.).

7. Other Noncompliance
The permittee shall report all instances of noncompliance not reported under Section D.4., 5., and 6., at the
time monitoring reports are submitted. The reports shall contain the information listed in Section D.6.e.

8. Other Information
Where the permittee becomes aware that it failed to submit any relevant facts in a permit appiication, or
submitted incorrect information in a permit application or in any report to the state administrative authority, it
shall promptly submit such facts or information.

9. Discharges of Toxic Substances
In addition to the reporiing requirements under Section D.1-8, all existing manufacturing, commercial,
mining, and silvicultural dischargers must notify the Office of Environmental Services, Water Permits
Division as soon as they know or have reason to believe:
a. That any activity has occurred or will occur which would result in the discharge, on a routine or frequent
basis, of any toxic pellutant:
i listed at LAC 331X.7107, Tables Il and Il {excluding Totai Phencls) which is not limited in the
permit, if that discharge will exceed the highest of the following notification levels:
(1} One hundred micrograms per liter (100 pail); ,
(2) Two hundred micrograms per liter (200 pg/L) for acrolein and acrylonitrile; five hundred micro-
grams per liter (500 pg/l) for 2,4 -dinitro-phenol and for 2-methyl-4,6-dinitrophenol; and one
milligram per liter (1 mg/L} for antimony;
(3) Five (5) times the maximum concentration value reported for that pollutant in the permit
application in accordance with LAC33:1X.2501.G.7; or
(4) The level established by the state administrative authority in accordance with LAC
33:1X.2707.F; or

i.  which exceeds the reportable quantity levels for pollutants at LAC 33:1. Subchapter E.

form_7027_r05
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b. That any activity has occurred or will occur which would result in any discharge, on a non-routine or

infrequent basis, of a toxic pollutant:
i listed at LAC 33:1X.7107, Tables Il and !l {(excluding Total Phencis} which is not limited in the
permit, if that discharge will exceed the highest of the following "nofification levels™:

(1) Five hundred micrograms per liter (500 ug/L);

{2) One milligram per liter (1 mg/L) for antimony;

(3) Ten (10) times the maximum concentration value reported for that pollutant in the permit
application in accordance with LAC 33:1X.2501.G.7; or

(4) The level established by the state administrative authority in accordance with LAC
33:X.2707.F; or

ii.  which exceeds the reportable quantity levels for pollutants at LAC 33:1. Subchapter E.

10. Signatory Reguirements

All applications, reports, or information submitted to the state administrative authority shall be signed and
certified.

a

All permit applications shall be signed as follows:
(1) For a corporation - by a responsible corporate officer. For the purpose of this section, a
responsible corporate officer means:

{a) A president, secretary, treasurer, or vice-president of the corporation in charge of a principal
business function, or any other person who performs similar pelicy or decision making functions
for the corporation; or,

{b) The manager of one or more manufacturing, production, or operating facilities, provided: the
manager is authorized to make management decisiocns that govern the operation of the
regulated facility, including having the explicit or implicit duty of making major capital investment
recommendations and initiating and directing other comprehensive measures to ensure long
term environmental compliance with environmental faws and regulations; the manager can
ensure that the necessary systems are established or actions taken to gather complete and
accurate information for permit application requirements; and the authority to sign documents
has been assigned or delegated to the manager in accordance with corporate procedures,

NOTE. DEQ does not require specific assignments or delegations of authority to responsible corporate
officers identified in Section D.10.a.(1)(a). The agency will presume that these responsible corporate
officers have the requisite authority to sign permit applications unless the corporation has notified the
state administrative authority to the contrary. Corporate procedures governing authority to sign permit
applications may provide for assignment or delegation to applicable corporate positions under Section
D.10.a.(1)(b) rather than to specific individuals.

(2) For a partnership or sole proprietorship - by a general partner or the proprietor, respectively; or
(3) For a municipality, state, federal, or other public agency - by either a principal executive officer or
ranking elected official. For purposes of this section, a principal executive officer of a federal
agency includes:
{a) The chief executive officer of the agency, or
{b} A senior executive officer having responsibility for the overall operations of a principal
geographic unit of the agency (e.g., Regional Administrators of EPA}).

b. All reports required by permits and other information requested by the state administrative authority shall
be signed by a person described in Section D.10.a., or by a duly authorized representative of that
person. A person is a duly authorized representative only if:

{1) The authorization is made in writing by a person described in Section D.10.a. of these standard
. conditions;
form_ 7027 05
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(2) The authorization specifies either an individual or a position having responsibility for the overall
operation of the regulated facility or activity such as the position of plant manager, operator of a
well or a well field, superintendent, position of equivalent responsibility, or an individual or position
having overall responsibility for environmental matters for the company, (a duly authorized
representative may thus be either a named individual or an individual occupying a named position;
and,

{3} The written authorization is submitted to the state administrative authority.

Changes to authorization. |If an authorization under Section D.10.b. is no longer accurate because a
different individual or position has responsibility for the overall operation of the facility, a new
authorization satisfying the requirements of Section D.10.b. must be submitted to the state
administrative authority prior to or together with any reports, information, or applications to be signed by
an authorized representative.

Certification. Any person signing a document under Section D.10. a. or b. above, shall make the
foliowing certification:

"| certify under penalty of law that this document and all attachments were prepared under my direction
or supervision in accordance with a system designed to assure that qualified personnel properly gather
and evaluate the information submitted. Based on my inquiry of the person or persons who manage the
system, or those persons directly responsible for gathering the information, the information submitted is,
to the best of my knowledge and belief, true, accurate, and complete. | am aware that there are
significant penalties for submitting false information, including the possibility of fine and imprisonment for
knowing violations.”

11. Availability of Reporis
All recorded information (completed permit application forms, fact sheets, draft permits, or any public
document) not classified as confidential information under R.S. 30:2030(A) and 30:2074(D) and designated
as such in accordance with these requlations (LAC 33:1X.2323 and LAC 33:1X.6503) shall be made available
to the public for inspection and copying during normal werking hours in accordance with the Public Records
Act, R.S. 44:1 et seq.

Claims of confidentiality for the following will be denied:

a.
b.
c.

The name and address of any permit applicant or permittee;

Permit applications, permits, and effluent data.

Information required by LPDES application forms provided by the state administrative authority under
LAC 33:1X.2501 may not be claimed confidential. This includes information submitted on the forms
themselves and any attachments used to supply information required by the forms. '

SECTION E. PENALTIES FOR VIOLATIONS OF PERMIT CONDITION

1.

Criminal
a.

Negligent Violations

The Louisiana Revised Statutes LA R. 8. 30:2076.2 provides that any person who negligently violates
any provision of the LPDES, or any order issued by the secretary under the LPDES, or any permit
condition or limitation implementing any such provision in a permit issued under the LPDES by the
secretary, or any requirement imposed in a pretreatment program approved under the LPDES is subject
to a fine of not less than $2,500 nor more than $25,000 per day of violation, or by imprisonment for not
more than 1 year, or both. If a conviction of a person is for a violation committed after a first conviction
of such person, he shall be subject to a fine of not more than $50,000 per day of violation, or
imprisonment of not more than two years, or both.

o
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the LPDES is subject to a fine of not less than $5,000 nor more than $50,000 per day of violation, or
imprisonment for not more than 3 years, or both. If a conviction of a persen is for a violation committed -
after a first conviction of such person, he shall be subject to a fine of not more than $100,000 per day of
violation, or imprisonment of not more than six years, or both.

c. Knowing Endangerment

The Louisiana Revised Statutes LA. R. S. 30:2076.2 provides that any person who knowingly violates
any provision of the LPDES, or any order issued by the secretary under the LPDES, or any permit
condition or limitation implementing any of such provisions in a permit issued under the LFDES by the
secretary, and who knows at that time that he thereby places another person in imminent danger of
death or serious bodily injury, shall, upon conviction, be subject to a fine of not more than $250,000, or
by imprisonment for not more than 15 years, or both. A person which is an organization shail, upon
conviction of violating this Paragraph, be subject to a fine of not more than one million dollars. If a
conviction of a person is for a violation commitled after a first conviction of such person under this
Paragraph, the maximum punishment shall be doubled with respect to both fine and imprisonment.

d. False Statements

The Louisiana Revised Statutes LA, R, $. 30:2076.2 provides that any person who knowingly makes
any false material statement, representation, or certification in any application, record, report, plan, or
other document filed or required to be maintained under the LPDES or who knowingly falsifies, tampers
with, or renders inaccurate; any monitoring device or method required to be maintained under the
LPDES, shall, upon conviction, be subject to a fine of not more than $10,000, or imprisonment for not
more than 2 years, or both. If a conviction of a person is for a violation committed after a first conviction
of such person under this Subsection, he shall be subject to a fine of not more than $20,000 per day of
violation, or imprisonment of not more than 4 years, or both.

Civil Penalties

The Louisiana Revised Statutes LA. R. S. 30:2025 provides that any person found to be in violaticn of any
requirement of this Subtitle may be liable for a civit penalty, to be assessed by the secretary, an assistant
secretary, or the court, of not more than the cost to the state of any response action made necessary by
such violation which is not voluntarily paid by the violator, and a penalty of not more than $32,500 for each
day of violation. However, when any such violation is done intentionally, willfully, or knowingly, or resulls in
a discharge or disposal which causes irreparable or severe damage to the environment or if the substance
discharged is one which endangers human life or health, such person may be liable for an additional penaity
of not more than one million dollars.

(PLEASE NOTE: These penalties are listed in their entirety in Subtitle If of Title 30 of the Louisiana Revised
Statutes.)

SECTION F. DEFINITIONS

All definitions contained in Section 502 of the Clean Water Act shall apply to this permit and are incorporated
: herein by reference. Additional definitions of words or phrases used in this permit are as follows:

1.

Clean Water Act (CWA) means the Clean Water Act (formerly referred to as the Federal Water Poellution
Control Act or the Federal Water Pollution Control Act Amendments of 1872) Pub.L.92-500, as amended by
Pub.L. 95-217, Pub.L. 95-576, Pub.L. 96-483 and Pub.L. 97-117, 33 U.5.C. 1251 et. seq.}.

Accreditation means the formal recognition by the department of a laboratory's competence wherein specific
tests or types of tests can be accurately and successfully performed in compliance with all minimum
requirements set forth in the regulations regarding laboratory accreditation.

Administrator means the Administrator of the U.S. Environmental Protection Agency, or an authoiized

representative
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4,

10.

| 1.

12.

Applicable Standards_and Limitations means all state, interstate and federal standards and limitations to
which a discharge is subject under the Clean Waler Aci, including, effluent limitations, water quality
standards of performance, ftoxic effluent standards or prohibitions, best management practices, and
pretreatment standards under Sections 301, 302, 303, 304, 306, 307, 308 and 403.

Applicable water quality standards means all water quality standards to which a discharge is subject under
the Clean Water Act.

Commercial Laboratory means any laboratory, wherever located, that performs analyses or tests for third
parties for a fee or other compensation and provides chemical analyses, analytical results, or other test data
to the department. The term commercial laboratory does not include laboratories accredited by the
Louisiana Department of Health and Hospitals in accordance with R.5.49:1001 et seq. '

Daily Discharge means the discharge of a pollutant measured during a calendar day or any 24-hour period
that reascnably represents the calendar day for purposes of sampling. For pollutants with limitations
expressed in terms of mass, the dally discharge is calculated as the total mass of the pollutant discharged
over the sampling day. For pollutants with limitations expressed in other units of measurement, the daily
discharge is calculated as the average measurement of the pollutant over the sampling day. Daily
discharge determination of concentration made using a composite sample shall be the concentration of the
composite sampie.

Daily Maximum discharge limitation means the highest allowable "daily discharge”.

Director means the U.S, Environmental Protection Agency Regional Administrator, or the state
administrative authority, or an authorized representative.

Domestic septage means either liquid or solid material removed from a septic tank, cesspool, portable toilet,
Type lil marine sanitation device, or similar treatment works that receives only domestic sewage. Domestic
septage does not include liquid or solid material removed from a septic tank, cesspool, or similar treatment
works that receives either commercial wastewater or industrial wastewater and does not include grease
removed from grease trap at a restaurant.

Demestic sewage means waste and wastewater from humans, or household operations that is discharged to
or otherwise enters a treatment works.

Environmental Protection Agency or (EPA} means the U.S. Environmental Protection Agency.

13. Grab sample means an individual sample collected over a period of time not exceeding 15 minutes, unless

14.

15.

16.

more time is needed to collect an adequate sample, and is representative of the discharge.

Industrial user means a nondomestic discharger, as identified in 40 CFR 403, introducing pollutants to a
publicly owned treatment works.

LEQA means the Louisiana Environmental Quality Act.

Louisiana Pollutant Discharge Elimination System (LPDES) means those portions of the Louisiana
Environmental Quality Act and the Louisiana Water Control Law and all regulations promulgated under their
authority which are deemed equivalent to the National Pollutant Discharge Elimination System (NPDES)
under the Clean Water Act in accordance with Section 402 of the Clean Water Act and all applicable federal
regulations.
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17.

18.

19

20.

21

22.

Monthly Average, other than for fecal coliform bacteria, discharge limitations are calculated as the sum of all

"daily discharge(s)" measured during a calendar month divided by the number of "daily discharge(s)"
measured during that month. When the permit establishes monthly average concentration effluent
timitations or conditions, and flow is measured as continucus record or with a totalizer, the monthly average
concentration means the arithmetic average {weighted by flow) of all "daily discharge(s)" of concentration
determined during the calendar month where C = daily discharge concentration, F = daily fiow and n =
number of daily samples; monthly average discharge =

CiF1+ CoFp+ .. + CoFy
Fi+tFat  +F,

When the permit establishes monthly average concentration effluent limitations or conditions, and the flow
is not measured as a continuous record, then the monthly average concentration means the arithmetic
average of all "daily discharge(s)” of concentration determined during the calendar manth.

The monthly average for fecal coliform bacteria is the geometric mean of the values for all effluent samples
collected during a calendar month.

National Pollutant Discharge Elimination System (NPDES) means the national program for issuing,
modifying, revoking and reissuing, terminating, monitoring and enforcing permits, and imposing and
enforcing pretreatment requirements, under Sections 307, 318, 402, and 405 of the Clean Water Act.

Severe property damage means substantial physical damage to property, damage to the treatment facilities
that causes them to become inoperable, or substantial and permanent loss of natural resources that can
reasonably be expected to occur in the absence of a bypass. Severe property damage does not mean
economic loss caused by delays in production.

Sewage sludge means a solid, semi-solid, or liquid residue generated during the treatment of domestic
sewage in a treatment works. Sewage sludge includes, but is not limited to, domestic septage; scum or
solids removed in primary, secondary, or advanced wastewater lreatment processes; portable toilet
pumpings, type Ill marine sanitation device pumpings (33 CFR part 159); and a material derived from
sewage sludge. Sewage sludge does not include ash generated during the firing of sewage sludge in a
sewage sludge incinerator or grit and screenings generated during preliminary treatment of domestic
sewage in a treatment works.

Treatment works means any devices and systems used in the storage, treatment, recycling and reclamation

of municipal sewage and industrial wastes of a liquid nature to implement Section 201 of the Clean Water
Act, or necessary to recycle or reuse water at the most econcmical cost over the estimated life of the works,
including intercepting sewers, sewage collection systems, pumping, power and other equipment, and their
appurtenances, extension, improvement, remodeling, additions, and alterations thereof. (See Part 212 of the
Clean Water Act)

For fecal coliform bacteria, a sample consists of one effluent grab portion collected during a 24-hour period '

at peak loads.

23.The term MGD shall mean million galions per day.

24 The term mg/L shall mean miilligrams per liter or parts per million (ppm).

25.The term pg/L shall mean micfograms per liter or parts per billion (ppb).

26 The term ng/L. shall mean nanograms per liter or parts per trillion (ppt).
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27. Weekly average, other than for fecal coliform bacteria, is the highest allowable arithmetic mean of the daily

discharges over a calendar week, calculated as the sum of all "daily discharge(s)” measured during a
calendar week divided by the number of "daily discharge(s)” measured during that week. When the permit
establishes weekly average concentration effluent limitations or conditions, and flow is measured as
continuous record or with a totalizer, the weekly average concentration means the arithmetic average
{weighted by flow) of all "daily discharge(s)" of concentration determined during the calendar week where C
= daily discharge concentration, F = daily flow and n = number of daily samples; weekly average discharge

C,Fy+CsFp+ ... + CF,
F1+F2+,..+Fn

When the permit establishes weekly average concentration effluent limitations or conditions, and the flow is
not measured as a continuous record, then the weekly average concentration means the arithmetic average
of all "daily discharge(s)" of concentration determined during the calendar week.

The weekly average for fecal coliform bacteria is the geometric mean of the values for all effluent samples
collected during a calendar week.

28. Sanitary Wastewater Term(s):

a._3-hour composite sample consists of three effluent portions collected no closer together than one hour
{with the first portion collected no earlier than 10:00 a.m.} over the 3-hour period and composited
according to flow, or a sample continucusly collected in proportton to flow over the 3-hour period.

b. 6-hour composite sample consists of six effluent portions collected no closer together than one hour
{with the first portion coliected no earlier than 10:00 a.m.) over the 6-hour period and composited
according to flow, or a sample continuously collected in proportion to flow over the 6-hour period.

c.12-hour composite sample consists of 12 effluent portions collected no closer together than one hour
over the 12-hour period and composited according to flow, or a sample continuously collected in
proportion to flow over the 12-hour period. The daily sampling intervals shall include the highest flow
periods.

d. 24-hour composite sample consists of a minimum of 12 effluent portions collected at equal time
intervals over the 24-hour period and combined proportional to flow or a sample continuously collected
in proportion to flow over the 24-hour period.




LDEQ-EDMS Document 37113721, Page 47 of 83

FACT SHEET

as required by LAC 33:1X.3111 for major LPDES faciiities, for draft Louisiana Pollutant Discharge Elimination
System Permit No, LA0038822; Al 51970; PER20060001 to discharge to waters of the State of Louisiana as
per LAC 33:1X.2311.

The permitting authority for the Louisiana Poflutant Discharge Efimination System (LPDES) is:

: Louisiana Department of Environmental Quality
Oftice of Environmental Services

P.O. Box 4313

Baton Rouge, Louisiana 70821-4313

1. THE APPLICANT IS: City of Grambling
Grambling Regional Wastewater Treatment Plant
P.O. Box 108
Grambling, LA 71245
1 PREFARED BY: Rachel Cwens
DATE PREPARED: June 17, 2008
1. PERMIT ACTION: reissue LPDES permit LA0038822, Al 51970, PER20060001

LPDES application received: June 21, 2006
EPA has retained enforcement authority,

Previous LPDES permit effective: January 1, 2002
Previous LPDES permit expired: December 31, 2006

. EACILITY INFORMATION:

A The application is for the discharge of treated sanitary wastewater from a publicly
owned treatment works serving the City of Grambling and Grambling State University.

B. The permit application does not indicate the receipt of industrial wastewater.
C. The facility is located on 7706 U.S. Highway 80 West in Grambling, Lincoln Parish.
D. The treatment facility consists of an activated sludge system using an oxidation ditch

process with rotors for the aeration, and a final clarifier. Chlorine is the method of
disinfection. Dechlorination is used to reduce the chiorine residual. The effluent then
passes through a post aeration process prior to discharge.

E. Qutfall 001

; Discharge Location: Latitude 32° 30' 39" North
Longitude 92° 43’ 9" West

Description: treated sanitary wastewater

Design Capacity: 1.5 MGD

Totalizing meter with Continuous Recorder
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V. RECEIVING WATERS:

The discharge is into Redwine Creek, thence into the Dugdemona River, thence into Big Creek in
segment 081401 of the Ouachita River Basin. This segment is not listed on the 303(d) list of impaired
waterbodies.

The critical low flow (7Q10) of Redwine Creek is 0 cfs based on a report from Will Barlett, March 13,
2007. Since the 7Q10 is equal to zero, 0.1 will be used as the default 7Q10 value.

The hardness value is 28.25 mg\l and the fifteenth percentile value for TSS is 6.0 mg\l. This information
was based on a report from Will Barlett, March 13, 2007

The designated uses and degree of support for Segment 081401 of the Ouachita River Basin are as
indicated in the table below:

Degree of Support of Each Use
Primary Secondary | Propagation | Ouistanding | Drinking Shell fish Agriculture
Contact Contact of Fish & Natural Water Propagation
Recreation | Recreation Wildlife Resource Supply
Water
Full Full Full N/A N/A N/A N/A

¥The designated uses and degree of support for Segment 081401 of the Ouachita River Basin are as
indicated in LAC 33:1X.1123.C.3, Table (3) and the 2006 Water Quality Management Flan, Water
Quality Inventory Integrated Report, Appendix A, respectively.

Vi ENDANGERED SPECIES:

The receiving waterbody, Subsegment 081401 of the Ouachita River Basin, is not listed in Section .2
of the Implementation Strategy as requiring consultation with the U. S. Fish and Wildfife Service {FWS).
This strategy was submitted with a letter dated October 27, 2007 from Boggs (FWS) to Brown {LDEQ).
Therefore, in accordance with the Memorandum of Understanding between the LDEQ and the FWS, no
further informal (Section 7, Endangered Species Act) consultation is required. It was determined that
the issuance of the LPDES permit is not likely to have an adverse effect on any endangered or
candidate species or the critical habitat. The effluent limitations established in the permit ensure
protection of aquatic life and maintenance of the receiving water as aquatic habitat.

VL. HISTORIC SITES:

The discharge is from an existing facility location, which does not include an expansion beyond the

existing perimeter. Therefore, there should be no potential effect to sites or properties on or eligible for

listing on the National Register of Historic Places, and in accordance with the 'Memorandum of

Understanding for the Protection of Historic Properties in touisiana Regarding LPDES Permits’ no

consultation with the Louisiana State Histeric Preservation Officer is required.

! VIH. PUBLIC NOTICE:

Upon publication of the public notice, a public comment period shall begin on the date of publication and
last for at least 30 days thereafter.

submit written

CISIO s Offic 2 e statement of basi A reque
public hearing shall be in writing and shall state the nature of the issues proposed to be raised in the
hearing.
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Public notice published in.

Local newspaper of general circulation

Office of Environmental Services Public Notice Mailing List
For additional information, contact:

Ms. Rachel Owens

Water Permits Division

Depariment of Environmental Quality

Office of Environmental Services

P. O. Box 4313

Baton Rouge, Louisiana 70821-4313

PROPOSED PERMIT LIMITS:

Subsegment 081401, Dugdemona River from headwaters to Big Creek, is not listed on LDEQ’s Final
2006 303(d) List as impaired, and to date no TMDL's have been established. A reopener clause will be
established in the permit to allow for the requirement of more stringent effluent limitations and
requirements as imposed by any future TMDLs.

As per LAC 33:1X.2707.L.2.a.ii, availability of information which was not availabie at the time of previous
permit issuance and will justify the application of less stringent effluent limitations in the proposed permit
constitutes an exception to LAC 33:1X.2707.L.1, which states when a permit is renewed or reissued
standards or conditions must be at least as stringent as the final limitations, standards, or conditions in
the previous permit. In the previous permit, this treatment facility was required to meet effluent
limitations for total zinc of 1.18 ibs/day monthly average and 2.80 Ibs/day daily maximum. A water
quality screen was performed using data from the application and from DMRs from January 2006
through December 2007. The screen did not indicate a need for a limitation for total zinc. Therefore,
the limitation for total zinc has been removed from this permit. See Appendix B-1 for more information.

Interim Limits:
QUTFALL 001

In order to allow the permittee time to upgrade the facility to meet the newly imposed limitations for Total
Copper based on the Water Quality Screen (See Appendix B-1), the following interim effluent
limitations shall become effective on the effective date of the permit, and expire three years from
the effective date of the permit

Effluent- Monthly Monthly Weekly Basis
Characteristic Avg. Avg. Avg.
{Ibs./day)
£BODs Limits are set in accordance with
the Wasteload Allocation for
May- October 125 10 mg/| 15 mg/i Redwine Creek near Grambling
November- April 250 20 mg/| 30 ma/h (WLA 88.05), September 30,

1988. Approved by EPA on
January 24, 2000.




LDEQ-EDMS Document 37113721, Page 50 of 83

Fact Sheet
LA0038822; Al 51970, PER20060001
Page 4

Effluent Monthly Menthly Weekly Basis
Characteristic Avg. Avg. Avg.
(ibs./day)

TSS Since there is no numeric water
quality criterion for TSS, and in
accordance with the current
May- October 188 15 mg/| 23 mgfl Water Quality Management Plan,
November- April 250 20 mg/| 30 mg/l the TSS effluent limitations shall
be based on a case-by-case
evaluation of the treatment
technclogy being utilized at a
facility. Therefore, a Technology
Based Limit has been established
through Best Professional
Judgement for the type of
treatment technology utilized at
this facility.

Limits are set in accordance with
Ammeonia-Nitrogen the Wasteload Allocation for
Redwine Creek near Grambling
May- October 25 2 mg/l 4 mofl (WLA 88.05), September 30,
Novmber-April 50 4 mgfl 8 mg/l 1988. Approved by EPA on
January 24, 2000. Winter Limits
were based on national aquatic
toxcitiy concerns.

Dissolved Oxygen™ -- 5 mg/l N/A Limits are set in accordance with
the Wasteload Allocation for
Redwine Creek near Grambling
(WLA 88.05), September 30,
1988. Approved by EPA on
January 24, 2000.

Effluent Monthly - Daily Basis
Characteristic Avg. Maximum
(Ibs./day) {Ibs/day)

Total Copper Report Repoert Water Quality Screen
indicated a need for a
WQBL. Therefore, for
monitoring and data
information gathering
purposes, Report is
proposed in the interim

period. See Appendix B-1

for additional information.
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Final Effluent Limits:

Final Effluent Limits shall become efiective three years from the effective date of the permit and expire
on the expiration date of the permit.

Effluent Monthly Monthly Weekly Basis
Characteristic Avg. Avg. Avg.
{Ibs./day)
CBODs Limits are set in accordance with
the Wasteload Allocation for
May- October 125 10 mg/i 15 mgrt Redwine Creek near Grambling
November- April 250 20 myg/l 30 mgll (WLA 88.05), September 30,

1988. Approved by EPA on
January 24, 2000..

TSS Since there is no numeric water
quality criterion for TSS, and in
accordance with the current
May- October 188 15 mg/l 23 mg/l Water Quality Management Plan,
November- April 250 20 ma/l 30 mg/l the TSS effiuent limitations shall
be based on a case-by-case
evaluation of the treatment
technology being utilized at a
facility. Therefore, a Technology
Based Limit has been established
through Best Professional
Judgement for the type of
treatment technclogy utilized at

this facility.
timits are set in accordance with
Ammonia-Nitrogen the Wasteload Allacation for
. Redwine Creek near Grambling
May- October 25 2 mg/l 4 mg/l (WLA 88.05), September 30,
Novmber- April 50 4 mg/l 8 mg/t 1988. Approved by EPA on

January 24, 2000. Winter Limits
were based on national aquatic
toxcitiy concerns,

Dissolved Oxygen** 5 mg/l N/A Limits are set in accordance with
the Wasteload Allocation for
Redwine Creek near Grambling
(WLA 88.05), September 30,
1988. Approved by EPA on
January 24, 2000.
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Effluent Monthly Daily Basis
Characteristic Avg. Maximum
{Ibs./day (Ibs/day
Water Quality Screen
Total Copper* 0.078 0.186 indicated a need for a

WQBL. Therefore, for
monitering and data
information gathering
purposes, Report is
proposed in the interim
period. See Appendix B-1
for additional information.

~This Dissolved Oxygen limit is the lowest allowable average of daily discharges over a calendar
month. When monitoring is conducted, the Dissolved Oxygen shall be analyzed immediately, as per 40
CFR 136.3.

*The above draft priority pollutant limits for total copper are based upon the evaluation of one effluent
analysis. The permittee may conduct and submit the results of three (3} or mare additional effluent
analyses to either refute or substantiate the presence of the above toxic pollutant during the Draft
Permit comment period. The additional analyses will be evaluated by this Office to determine if the

pollutant is potentially in the effluent and if it potentially exceeds the State's water quality standards.

Other Effluent Limitations:

{Effective from the Effective Date of the Permit and Expires on the Expiration Date of the Permit)

1)

2)

3)

4)

Fecal Coliform

The discharge from this facility is into a water body which has a designated use of Primary
Contact Recreation. According to LAC 33:1X.1113.C.5.b.i, the fecal coliform standards for this
water body are 200/100 ml and 400/100 ml. Therefore, the limits of 200/100 ml (Monthly
Average) and 400/100 ml (Weekly Average) are proposed as Fecal Coliform limits in the permit.
These limits are being preposed through Best Professional Judgement in order to ensure that
the water body standards are not exceeded, and due to the fact that existing facilities have
demonstrated an ability to comply with these limitations using present avaitable technology.

pH

According to LAC 33:1X.3705.A.1.,, POTW's must treat to at least secondary levels. Therefore,
in accordance with LAC 33:1X.5905.C., the pH shall not be less than 6.0 standard units nor
greater than 9.0 standard units at any time.

Solids and Foam

There shall be no discharge of floating solids or visible foam in other than trace amounts in
accordance with LAC 33:1X.1113.B.7.

Tota! Residual Chlorine

If chlorination is used to achieve the limitations for Fecal Coliform Bacteria, the effluent shall
contain NO MEASURBALE Total Residual Chlorine (TRC) after disinfection and prior to
disposal. Given the curmrent constraints pertaining to chlorine analytical methods, No
MEASURABLE will be defined as less than 0.1 mg/l of chlorine. Limits set in accordance with
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5)

the Water Quality Screen {see Appendix B-1) and the previous LPDES permit.
Toxicity Characteristics

In accordance with EPA’s Region 6 Post-Third Round Toxics Strategy, permits issued to
treatment works treating domestic wastewater with a flow {design or expected) greater than or
equal to 1 MGD shall require piomonitoring at some frequency for the life of the permit or where
available data show reasonable potential to cause lethality, the permit shall require a whole
effluent toxicity (WET) limit {Permitting Guidance Document for implementing Louisiana Surface
Water Quality Standards, September 27, 2001 VERSION 4}.

Whole effluent biomonitoring is the most direct measure of potential toxicity which incorporates
the effects of synergism of the effluent components and receiving stream water quality
characteristics. Biomonitoring of the effluent is, therefore, required as a condition of this permit
to assess potential toxicity. LAC 33:X.1121.B.3. provides for the use of biomonitoring to
monitor the effluent for protection of State waters. The biomonitoring procedures stipulated as a
condition of this permit are as follows:

The permittee shall submit the results of any biomonitoring testings performed in accordance
with the LPDES Permit No. LA0Q38822, Biomonitoring Section for the organisms indicated
below.

TOXICITY TESTS

FREQUENCY
Chronic static renewal 7-day survival & reproduction test : 1/quarter
using Ceriodaphnia dubia (Method 1002.0)
Chronic static renewal 7-day survival & growth test 1/quarter

using fathead minnow (Pimgphales promelas) (Method 1000.0)

Dilution Series - The permit requires five (5} dilutions in addition to the control (0% effluent) to
be used in the toxicity tests. These additional concentrations shall be 30%, 40%, 54%, 72%,
and 96%. The low-flow effluent concentration (critical low-flow dilution) is defined as 96%
effluent The critical dilution is calculated in Appendix B-1 of this fact sheet. Results of all
dilutions shall be documented in a full report according to the test method publication mentioned
in the Biomonitoring Section under Whole Effiuent Toxicity. This full report shall be submitted
to the Office of Environmental Compliance as contained in the Reporting Paragraph located in
the Biomonitoring Section of the permit.

The permit may be reopened to require effluent limits, additional testing, andfor other
appropriate actions to address toxicity if biomonitoring data show actual or potential ambient
toxicity to be the result of the permittee’s discharge to the receiving stream or water body.
Modification or revocalion of the permit is subject to the provisions of LAC 33:1X.2383.
Accelerated or intensified toxicity testing may be required in accordance with Section 308 of the
Clean Water Act
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X,

PREVIQUS PERMITS:

LPDES Permit No. LA0038822:

Effluent Characteristic

Issued: January 1, 2002
Expired: December 31, 2006

Discharge Limitations

Monitoring Regquirements

Monthly Avg. Weekly Avg. Measurement Sample
Frequency Type
Flow Report Report Continuous Recorder
CBOD;
April- October 125 Ibs/day/ 10 mgfi 15 mg/| 2iweek 6 Hr. Comp
November- March 250 Ibs/day/ 20 mg/l 30 mg# 2iweek 6 Hr. Comp
TSS
April- October 188 \bs/day/ 15 mg/l 23 mg/l 2/week 6 Hr. Comp
November- March 250 Ibs/day/ 20 mg/! 30 mg/l 2/week 6 Hr. Comp
TRC <0.1 mg/} daliy max 2/week Grab
Ammonia-Nitrogen
April- October 25 Ibs/day/ 2 mgfht 4 mgfl 2lweek 6 Hr. Comp
November- March 50 Ihs/day/ 4 mgh 8 mg/| 2/iweek 6 Hr. Comp
: Dissolved Oxygen 5 mgfl - 2iweek Grab
Fecal Coliform
Colonies per 100m| 200 400 2lweek Grab
Monthly Avg. Daily Max
! Total Zinc 1.18 Ibs/day 2.8 Ibs/day 1/quarter 24 Hr. Comp
Biomonitoring Menthly Avg. Min. 7 day min.
Fimephales promelas Report Report 1/quarter 24 Hr. Comp.
Ceriodaphnia dubia Report Report 1fquarter 24 Hr. Comp.

The permit contains biomonitoring.
The permit contains pollution prevention language.
The permit contains pretreatment language.

Xl ENFORCEMENT AND SURVEILLANCE ACTIONS:

A) Inspections

A review of the files indicates the following inspections were performed during the period
beginning January 1, 2006 and ending December 31, 2007 for this facility.

Date: March 27, 2006

Inspector: Casey Head
Findings and/or Violations:

1. The permit required a limit for Zinc. The DMR’s did not have this limit on it.

2. A DMR check for January 2006 revealed that the wrong limits were recorded on the DMR
due to an error on the spreadsheet used for calculating loadings

3. The flow meter has not been calibrated since 7/29/2004. A flow meter check revealed a

moarnant arear ~f 10

}Jclbcl nmerrurur vw,

4. The 6 hour composite sample was nof being flow proportioned.
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Date: May 1, 2007
Inspector: Casey Head
Findings and/or Violations:
1. A flow meter check revealed a percent error of 40.
Facility has had sanitary sewer overflows and has not submitted non-compliance reporis
about the SSO
3. The permit requires a limit for Zinc and on 3" guarter 2006 the DMR's did not have this limit
on it. The DMRs said “report”. Weekly Average for Fecal Coliform was not being done as a
Geometric mean.
4. Sample date on lab report does not reflect the correct date the CBOD, TSS & NH3-N
samples were not collected.
5. TSS mo. average & weekly average were exceeded for July & August 2006.
6. Biomonitoring for 2™ & 3" quarter failed
B) Compliance and/or Administrative Orders

A review of the files indicates that there are no recent compliance orders administered against
this facility.

C) DMR Review

A review of the discharge manitoring reports for the period beginning January 2006 through
December 2007 has revezaled the following viclations:

Parameter Outfall | Period of Permit Limit Reported
Excursion Quantity

7SS

{weekly average) 001 July 2006 23 mg/i 29.50 mg/l

TSS (weekly average) 001 August 2006 23 mg/l 29.50 mg/l

TSS (weekly average) 001 September 2007 23 mgfl 34.50 mg#

Ammonia (weekly 001 November 2007 4 mgll 4.15 ma/l

average)

xn. ADDITIONAL INFORMATION:

In accordance with LAC 33:1X.2707.C, this permit may be modified, or alternatively, revoked and
reissued, to comply with any applicable effluent standard or limitations issued or approved under
sections 301(b)(2)(c) and (D}, 304(b)(2); and 307(a)(2) of the Clean Water Act, if the effluent standard or
limitations so issued or approved:

a) Contains different conditicns or is otherwise more stringent than any effluent limitation in the
permit; or

b} Controls any pollutant not limited in the permit; or

c) Requires reassessment due to change in 303(d) status of waterbody; or

d} Incorporates the results of any total maximum daily load allocation, which may be approved for

the receiving water body.

receiving water bodies have resulted in menthly average effluent limitations of 5mg/L. CBODs and 2
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mg/L NH3-N. Prior to upgrading or expanding this facility, the permittee shouid contact LDEQ to
determine the status of the work being done to establish future effluent limitations and additicnal permit
conditions.

Final effluent loadings (i.e. Ibs/day) have been established based upon the permit imit concentrations
and the design capacity of 1.5 MGD.

Effluent loadings are calculated using the following example:
CBOD: 8.34 Ib/gal x 1.5 MGD x 10 mg/l = 125 Ib/day

At present, the Monitoring Requirements, Sample Types, and Frequency of Sampling as shown in
the permit are standard for facilities of flows between 1.0 and 5.0 MGD.

Effluent Characteristics Monitoring Requirements
Measurement Sample
Frequency Type
Flow Continuous Recorder
CBOD; 2/week 6 Hr. Composite
Total Suspended Solids 2/week 6 Hr. Composite
Ammonia-Nitrogen 2/week 6 Hr. Composite
Dissolved Oxygen 2/week Grab
Fecal Coliform Bacteria 2/week Grab
pH 2/week Grab
Copper 1/quarter 24-hr. Composite
Biomonitoring
: Ceriodaphnia dubia (Method 1002.0)  1/quarter 24 Hr. Composite
Pimephales promelas (Method 1000.0} 1/quarter 24 Hr. Composite

Compliance Schedule

In order to allow the permittee time to upgrade the facility to meet limitations imposed by water quality
based limits, INTERIM LIMITS are proposed for this facility.

The permittee shall achieve compliance with the FINAL EFFLUENT LIMITATIONS and MONITORING
REQUIREMENTS as specified in accordance with the following schedule:

ACTIVITY DATE

Achieve Interim Effluent Limitations On the effective date of the
and Monitoring Requirements permit

Achieve Final Effluent . Limitations Three years from the
and Monitoring Requirements effective date of the permit

The zbove listed activities must be achieved on or before the deadline date. Additionally, the permittee
shall submit a progress report outlining the status of all facility improvements on a yearly basis until
complignce is achieved.

;
—————wvithin 14 days of completion of the new facility or facility upgrade and/or expansion, the Permittee shailt

notify the Department of Environmental Quality-Office of Environmental Services in writing that
construction has been completed.
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The Permittee shall achieve sustained compliance with Final Effluent Limitations.

- Where the percent project completion reported is less than would be required to assure completion of
necessary upgrades by the required date, the report of progress shall also include an explanation for
this delay and proposed remedial actions.

No iater than 14 days following a date for a specific action (as opposed to a report of progress), the
permittee shall submit a written notice of compliance or noncompliance.

Pretreatment Requirements

Due to the absence of pretreatment categorical standards for the indirect discharges, it is recommended
that LDEQ Option 1 Pretreatment Language be included in LPDES Permit LA0038822.

This language is established for municipalities that do not have either an approved or required
Pretreatment program. This recommendation is in accordance with 40 CFR Part 403 regulations, the
General Pretreatment Regutations for Existing and New Scurces of Pollution contained in LAC Title 33,
Part IX, Chapter 61 and the Best Professional Judgement (BPJ) of the reviewer.

Pollution Prevention Requirements

The permittee shall institute or continue programs directed lowards pollution prevention. The permittee

shall institute or continue programs to improve the operating efficiency and extend the useful life of the

facility. The permittee will complete an annual Environmental Audit Report each year for the life of this

permit according to the schedule below, The permittee will accomplish this requirement by completing

an Environmental Audit Form which has been attached to the permit. All other requirements of the
| Municipal Wastewater Pollution Prevention Program are cantained in Part 11 of the permit.

The audit evaiuation period is as follows:

Audit Period Begins Audit Period Ends Audit Report
Completion Date
Effective Date of Permit 12 Menths from Audit 3 Months from Audit Period
Period Beginning Date Ending Date

Stormwater Discharges

Because the design flow of the facility is equal to or greater than 1.0 MGD and in accordance with LAC
33:1X.2511.B.14.i, the facility may contain storm water discharges associated with industrial activity.
Therefore, in accordance with LAC 33:1X.2511.A.1.b, specific requirements addressing stormwater
discharges will be included in the discharge permit.

Xl TJENTATIVE DETERMINATION:

On the basis of preliminary staff review, the Department of Environmental Quality has made a tentative
determination to reissue a permit for the discharge described in this Fact Sheet.

XIV. REFERENCES:

; Louisiana Water Quality Management Plan / Continuing Planning Process, Vol. 5_"Water Quality
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Inventory Section 305(b) Report,” Louisiana Department of Environmental Quality, 1998.

Louisiana Administrative Code, Title 33 - Environmental Quality, Part IX - Water Quality Regulations,

Chapter 11 - "Louisiana_Surface Water Quality Standards," Louisiana Department of Environmental
Quality, 2004,

Louisiana Administrative Code, Title 33 - Environmental Quality, Part IX - Water Quality Regulations,
Subpart 2 - "The L PDES Program,” Louisiana Department of Environmentat Quality, 2004,

Low-Flow Characteristics of Louisiana Streams, Water Resources Technical Report No. 22, United
States Department of the Interior, Geological Survey, 1980.

Index to Surface Water Data in_Louisiana, Water Resources Basic Records Report No. 17, United
States Department of the Interior, Geological Survey, 1989.

LPDES Permit Application to Discharge Wastewater, American Water & Wastewater Management, LLC,
Grambling Regional Wastewater Treatment Plant, June 21, 2008.
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MEMORANDUM

10: Ronda Burtch
FROM:  Will Barlett
DATE:  March 13, 2007

RE: Stream Flow and Water Quality Charactenistics for Redwine Creek, receiving
water for City of Grambling Regional WWTP (Permit No. LAOG38822, Al
51970)

Determinations of water quality characteristics for Qutfall 001 were taken from random
station #426 at Bndge on Hwy. 504 at Madden Creek in Simsboro, LA. Random station
#426 was chosen because it has a similar discharge compared to Redwine Creek.

The following results were obtained:

Average hardness = 28.25 mg/l
15" percentile TSS 6.0 mg/I

The 7Q10 at this location has been determined to be 0 cfs and the harmonic mean has
been determined to be # cfs.

If you have additional questions or comments, please contact me at 2-3468.

WGB: wh
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Geo Mean Calculations

American Water & Wastewater / City of Grambling
LA0038822

Al 51970

Zinc
0.08
0.095
0.077
0.07
021
0.05
0.119
0.07

GeoMean = 0.087958858
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Revision dute: 02114:08

Input variables:

Receiving Winer Characteristics.

Receiving Water Name=
Critical flow {(Qr) cfs=

Hamm, mean/avy tidal ¢fs=
Drinking Water=1 HHNPCR=2
Marine, 1=y, 0=n

Rec Water Hardness=

Rec. Water TSS=
FischiSpecific=1 Sueam=0

Diffuser Ratio=

Effluent Characteristics’
Penmitiee=

Permit Number=

Fucility flow (QeNMGD=

Outfull Number =

EiT duta. 2=Ths'day
MOL, 2=thsday

Efftuent Hardness=

i filuent TSS=

WQBL ind. 0=y, 1=n
Acute/Chr. tatie B=n, 1=y

Aquatic.acute only1=y.0=n

Page Numbering/Labeling
Appendin

Page Numbers 1=y, 0=n
Input Pape # 1=y, 0=n

Fischer/Site Specific inputs:
Pipe=1,Canal=2.Speaific=3
Fipe width, feet

ZiD plume dist., feet

MZ plume dist, feet

HHmne plume dist, feet
HHc plume dis, feet

Fischerfsite specific dilutions:
3 Dilution =

" Efspecific MZ Dilution =
Fspecific HHnc Ditetion=
Fispecific HHe Dilution=

Water Crality Screen tor

Redwme Creeh

LDEQ-EDMS Document 37113721, Page 62

vl

of 83

431

1100 AM

1.AG38E22

Dilution:
ZIDFs=

MZFs=

Crincal O (MGD)=
Harm Mean (MGD)
Z1D Dilution =

MZ Diluicn =

HHne Dilution=

HHe Dilution=

21D Upstream =

MZ Upsmeam =
NZhhne Upstiream=

City of Grambling

L.ACO3ER22
1.

3

001

N/A
NIA

Appendin B-1

2]

1
1

Ald 51970

MZhhe Upstream=
ZID Hardness=

MZ Hardness=

ZID TSS=

MZ TSS=

Muhiphers:

WLAa--> LTAa
WLAc --> LTAc

LTA ac-->WQBI, avg
LTA ac-->WQBL max
LTA h > WQBL max
WOQBL-limat/repon
WLA Fraction

WQBL. Fraction

Conversions
up/L-->Ibs/day Qef
ug/L-->Ibs‘day Qeo
ug/l.-->1bs/day Qr
Ibs/day-->ug/L Qeo
Tbs/day-->ug/l. Qef
diss-->to1 1=y0=n
Cu diss->10tl=y0=n
cfs-->MGD

Receiving Stream:
Default Hardness=
Default TS5=

99 Cri,, 1=y, O=n

ne Appembs 341

Al 51970

City of Grambhag

[}

1

0.00463
0.06463
0.95571
0.958693
G 958693
0.958693
0.004309
0.043087
0.043087

0.043087

0.01251
0
0.000834
7993605
79.93603
1

|

0 6363

Tonicity Dilution Series:
Biomonitenng diluton:

Dilwtion Series Factor:

Dilution No.
Dilution No.

=]

Dilution No. 3

£

Dilution No.
Dilution No.

L

Panition Coeflicients; Dissolved-->Towal

METALS FW
Total Arsenic 1.77865
Total Cadmiumn 416884
Chrgmum U1 4.80899
Chromium VI |
Total Copper 2657115
Towl Lead S.006743
Tortal Mercury 3.256612
Total Nicke} 2.058769
Total Zine 3139712
Aquatic Life, Dissohed

Metal Criteria, ug/lL

METALS ACUTE
ATSEDIC 3398
Cadmium 8.070665
Chromium 11 194.3719
Chromium VI 15.712
Copper 5599942
Lead 15.92821
Mercury 1.734
Nicke) 185.7835
Zinc 39.21514

Site Specific Multiplier Values:
cv=

N=

WLAa2--> LTAa

Whac > LTAc

1.TA ac—->WQBL avy

LTA ac-->WOBL max

LTA h > WOBL max

Pame i

0.258693
075

Percent Efthuem
55.869%
71.5020%
539265%
40.4449%

30.3336%

CHRONIC
159
¢.404367
63.21443
10.582
4170944
0620699
0m2
§3.9501%
3580937
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| -l (*2) {
Tonic CuEdtluent
| Parameters Instream /Tech
Conc.

| ugfl. Ibs'day
NONCONVENTIONAL
Total Phenols (4AAP)
3-Chlorephenol
4-Chicrophencl
2.3-Dichlorephenol
2,3-Dichforophencl
2.0-Dnchlorophenol
3.4-Dichlgrophenal
2.4-Dichlorophenocy-
acetic acid (2.4-D)
2-(2,4.5-Trichlorephen-

owy) propionsc acid
(2.4.5-TP, Silvex)

METALS AND CYANIDE
Totl Arsenic

Total Cadmium

Chromium 11

Chreminn vl

Total Copper

Total Lead

Total Metcury

Total Nicket

Total Zinc ’ .
Totat Cyanide

DIOXIN
2.3.7.8 TCDD. dioxin

VOLATILE COMPOUNDS
Benzrene

Bromoform
Bromaodichloromethane
Carhon Tetrachloride
Chlereform
Dibromochlorgmethane
1.2-Dichloroethane
1.1-Dichtoroethylene
t,3-Dichloropropylene
Ethylbenzene

Merhy) Chloride
Methytene Chlonde
1.1,2.2-Temachlore-
ethane

(Avp)

0.085

Appendis B-1
City of Grambling

LAOQU3EE22 Al= 51970

("5} (*6) "7 (*8) 9
MOL Effluent  95th % Numerical Criieria
I=No 95%  esmmalc Acute Chromig
0=95 4, Non-Tech Fw' Fw!
ths'day Ibs day up. ugl
0.00255 700 350
0.1251
0.1251 383 192
01251
0.1251
01251
01251
0.1251 004.3851 2667973
0.03251 3364531 | 685743
0.1251 9371371 303.997¢
01251 15.712 10.582
0125) 1487969 11.08268
0.06255% 79.79798  3.107664
{4 002502 5646965  0.039079
9.5004 ) ]000.]~|6 11 1.0799
02502 ©* I 018744 T113.0243 L1ZA3MN
0.2502 459 5.4
1.3E-07
0.1251 2249 1125
0.1251 2930 1465
G125}
61251 2730 1368
0.125) 2890 1435
0.1251
0.1251 11800 5900
0.1251 1360 580
01251 606 303
0125t 3200 1600
06255 35000 27500
02502 19300 9650
0.1251 632 166

(*10)

Page

*11)
HH

HHNDW Carcinogen

ug!l.

50

12844

1.2E-07

12.5%
347
33

12

70
5.08
6.8
0.58
162.79
8100

87

Indicator
e

OO0 0 nnn




ILDEQ-EDMS Document

1)
Toue
Parmneiers

NONCONVENTIONAL
Total Phenols (4AAP)
3-Chlorophenol
4-Chiorophenol
2.3-Dichlotophenol
2.5-Dichlorophenol
2.6-Dichiorophenol

3. 4-Dichiorophenak

2. 4-Thchlorophenacy-
acelic and (2.4-D)
2-{2.4.5-Trichlorophen-
o) propionic acid
(2A4.5-TP. Silves)

METALS AND CYANIDE

Total Arsenic
Total Cadmium
Chromium 111
Chromium Vi
Toal Copper
Torwal Lead
Toal Mercury
Total Nickel
Total Zinc
Total Cyanide

DIOXIN
238 TCDD, diexin

VOLATILE COMPOUNDS

Benzene

Bromofenm
Bromodichleromethane
Carhen Terachloride
Chloreform
Libremochl oromethane
1.2-Dichlotoethane
1.1-Dichloroethylene
1.3-Dichlosopropylene
Eihylbenzene

Alethy!) Chloride
Methylene Chloride
1.1.2.2-Tetrachloro-

ethane

1)
WlAa

Acule

ug-l

7050161

384.0502

606.9852
33,7908
9411749

L5 7797

14,9438
8009158
5671295
£004.425
123.6548
46.09777

225869
2942624
2741.763
1902452
11850.84
1164998
608.6111
3213.788
5523698
19383.16

936.0157

37113721, Page 64 of 83

13)
WlAc

Chronic
ug/L

365.0805

2002726

278.2929
1.758376
317.0958
1103794
11.5601%
3.241563
0 040763
115.8566
137.2754
5632668

1173.473
1528.122
1423.813

1507.26
6154211
604.9903
316.0553
1668.939
28684.88
10065.79

136.0784

i)
WlAh

ITHNDW

ug/L

52.15435

Paay

1339741

7.51E-07

13.03858
3619511
3.442186
1.251704
13.01607

5.29888
7.092989

0.6049%
169.8041
8449.002

90.74854

1877556

Appendic B-1
City of Grambling
L.AOB3882Y Als 21970

15) *16)
1.TAa LTAc
Acute  Chronic
ug'l g/l
2249651 1934920

125.0881  106.1445

194.2366
1081289

301176
5.049503
4782017
2562931
1.81481%
321416

1474952
0.93193%
1680608

5.85011
6.126903
£.718028
0.021604
61.40398

39.56952 ' 6115596

1475129 2985314

7227809
941.6398

621.5404
$09.5046
8773641 754621
928.7847 79B.B479

3792271 3261932
3727991 320.6148
1947555 167.5093
1028412 8B4 5375
1767583 15202.99
6202.61 5334867

299525 2576215

()]
LTAR

HIINDW

ugf/l

5215433

1339741

7.51E-07

13.03858
36.19511
3442186
1.251704
73.01607

5.29888
7.092989

0.60499
169.8041
8449 002

90.74854

1 877556

(*18)
Limiting

ALCHH

up/l.

52.15433

106.1443

147.4952
0931939
168 D608
5.049503
4.78204§7
1.718028
0.021604
61,4038

" 3956952

2985314

1.51E-07

15.03858
36.1951
3.44218¢6
1.259704
73.01607

529888
7092989

0.60499
167.5093
8845375
1520299
90.74854

1.877556

(*19)
WOBL
Avg
001
ugfl.

52.15433

135.0493

1932187
1.72084]
220.15%6
6.614849
6.264442
2.250617
0.028302

8043921
L 51,83607

iy

3.9l0%61

7.51E-07

13.03858
36.19511
34421806
1.251704
73.01607

5.29888
7.09198%

0.60499
2194372
1158.744
19915.91
9071854

| 77556

{*20)
WQRBIL
Al
001
upfL

124.1275

330.1093

458.710]
2898331
522.669]
15.70356
14.87207
5343008

0.06749
190.9664

123.0612 -

9.284327

1.79E-06

3105185
86.14436
8.192403
2.97905¢6
173.7782
12.61134
16 88131
1.939877
520.9539
2750 911
4728129
2159815

1408585

Page

*21)
WQOBIL
Avp
001
Ibsfday

0.652451

1.736507

2417306
0.015273
2754107
0082752
0.076368
0028155
0000554
1006298

0.648469

0048524

SAE-09

G41631143
0.452301
0.043062
0.015659
01.913431
0.066289
0.088733
0.007568
2745159
1449589
2491481
1.135264

0023488

(*22)
WORL
Max
061
ibs'day

1552833

4.129669

57384064
0036258

653859
196450

0.18605
0066842
¢.000841
2.388989

1539496

Cli6147

2.24E-08

0.388208
1.077666
0.102487
0.0372068
2173966
0157768
0.211185
0018013
6517133

344139

591.489
2.701529

4.655502

(*23)
Need
WOBl

no
no
no
no
no
no

no

no

no

no
no
no
no
no
no
noa
\110
_ne

na

no

no
no
no
no
no
no
no
no
no
no
no

no
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(SR} ) '3
Tovie Cu Effluent
Parameters instream iTech
Cone. (Avg)

VOLATILE COMPOUNDS (cont'd)
Tetrachlorocthylene

Toluene

1.1, 1-Trichlorpethane
1.1.2-Trehloroethane

‘Trichlorocthylene

Vinyd Chloride

ACID COMPOUNDS
2-Chlorophenol
2.4-Dichloraphenol

BASE NEUTRAL COMPOUNDS
Benzidine
Hexachlorobenzene

Hexachlorabutadiene

PESTICIDES

Aldrin
Hexachlorocyclohevane
{gamma BHC. Lindane)
Chiordane

1.4-DDYV

4.4-DDE

1.4-DDD

Dieldrin

Endosulfan

Endrin

Hepiachbor

Toxaphene

QOther Parameters:
Fecal Col.(col/100m))
Chlorine

Ammonsa

Chlorides

Sulfates

DS

up/l. Ibsfday

{*4)
Effleent
fTech
{Aan)
Ibs'doy

Appendin [3-1

City ot Grambling

LAOO3BE22 Al 51970

*3)
MOL

ths'day

01251
0.1251
0.125
0.1251
01251
01251

0.1251
0.1151

0.6255
01251
01231

0.000626

0.000626
0002502
0.001251
0001251
0.001251
0.001251
0.001251
0001254
(¢ 000626

006235

(*6)
LEifluem
1=No 955
0=95 Y%

*7)
Y5th %%
cshimale
Non-Tech
ibs‘day

("8) *N
Numerical Criteria
Acute Chronice
Fw e
uprl, up'l
1290 645
1270 635
5280 2640
1800 200
3900 1930
258 129
202 101
250 125
5.1 1.02
3

53 021

24 0.0043

1.1 0.001
528 105
903 {.006
02374 0.0557
0.22 0.056
0.0864 0.0375
0.52 00038
0.73 0.0002
19 £
4000

Pape
(*10)  (*11)
HH
HHNDW Ciycmopen
ndicator
ugll  CCt
25 C
16200
69 C
2t C
358 C
126.4
23206
000017 C
0.00025 C
011 C
0.0004 <
02 €
000019 C
0000LS C
00001 C
006027 C
0.0c008 C
0.64
026
0¢o007  C
00024 C

4
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Appendin B-i
N City ol Grambling
LAOGOZEE2Y Ale 51970

*1) i12) (*13) (1) (715} (716}
Tonic WhAa WEAC Wlah L.TAa LTAc
Parwmeters Acuie  Chronic  HHUNDW Acwte Chronic
upl upll, » vyl up/L up/l.
Tetrachloroethylene 1295558 6727909 2607717 4145786 356.5792
Toluene 1275472 662,36 JX190.6 408.151  351.0508
10 0-Tachlorocthane 3302.75 2753749 - 1666.88 1459487
1.3, 2-Trichlorocthane 1807.756  938.778 7197298 S7B.48I18 4975523
Trichloroethylene 3916804 2034019 2190482 1253377 1078.03
! Vinyl Chloride 373425 .-

ACID COMPOUNDS
2-Chiorophenal 2591116 1345582 1318462 8291572 71.31534
2 4-Dichlorophenol 202.8704 1053588 242622 64.91851 5583643

BASE NEUTRAL COMPOUNDS

Benzidine 251.0772 1303858 0.000177 $0.3446% 69.10449
Hexachlosobensene - 0.000261 -
Hexachlorabutadiene S.1219%4 1063948 013474 1.635032 0.563893
PESTICIDES .

Aldnn 012926 .- 0.000417 0564136 -
Hexachlorocyclohexane

{pamma BHC, Lindane) 5322836 0219048 0.208617 1.703307 0.116096
Chlordane 2410341 0004485 0000198 0771309 0002377
1.4-DDT 110474 0001043 0000198 (353517  0.000553
4.4-DDE 5272621 1095241 0000198 16.8723% 5.804777
3.4-0DD 0030129 0.09625% 0000282 0009640 0.003317
Mieldrin 0.238423 0.0581 35.22E-05 (076295 0.030793
Endosulfan 0220048 Q058413 0.667375 (070703 0.030959
Endsin 0086772 0039116 0271203 0027767 0.020731
Heptachlor 0.522241 0003964 7.3E-05 C.167117 0802101
Toxaphene 0733145 0000209 000025 0.234607 0.000111

Other Parameters:
Fecal Col (col/100ml) — - - -

Chlorine 1908186 11.47395 s 6.106197 6081195
Ammonia - 4172347 - - 2211.344
Chlondes — - — -
Sulfates . — . . -
TDS - --- — - —

*17)
LTAh
HENDW

ug/l.

2607717
481906
7.197298
21.90482
373425

131.8462
242,622

0.000177
0.000261
011473

0.000417

0208617
0.000198
4000198
0.000198
{.000282
5.21F-08
0667575
0.271203

7.3E-05

0.00025

(*18)
Limiting
ACHH

ug/l

2607717
351.0508
1439487
7.197208
21.90482

373425

71.31584
55.83643

0.000377
0.000261
0.11474

0.000417

0.116096
0.000198
0.000198
0.000198
0.000282
$.22E-0%
0.030959
0020731

7.3E-0%

0.000111

6081195
2241344

19)
WOBL
Avp
He1
up/L.

2.607717
159.8766
1911.928
7.197298
21.90482

37.3425

9342374
73.14572

¢.000177
¢.000261
011474

0.000417

0.152085
Q000198
0.000198
0.000198
00002382
5.22E-05
0.050556
0.027158

7.3E-05

0.000145

7.966366
2896 86

(*20)
WOBL
Max
003
ug/l

6 206366
10%1.768
A539.004
17.12957
5213347
88 87516

2217922
1736513

0.000422
0.000621
0.27308

0.000993

0.361057
0000472
0.000472
0.000472

000067
000124
.0%6282
0.064474
¢.000174

0.000344

i8.91252
6R77.27%

Pape

(“21)
WOBL
Avg

001
Ibsfday

0.090038
0.274029
0467155

1.168731
0.915053

2.22E-06
3.26F-06
G.00HI3S

5.22E-06

0.001903
2 48E-06
2.ARE-06
2 48E-06
3.52E-06
6.52E-07
0.000507

0.00034
9.13E-07

1.8IL-06

0.099659
36.23972

¢*223 £*23)

WOBL

Man
001

Ibsday

0.077642
13.65802
56 78294
0.21429]
065214
1111828

774621
AT72578

[FEEN]

$28F-06
1.76E-06
Q03110

1.24E-05

0.004547
5 9E-06
5.95-00
5.9i2-06

8.39E-06

1.552-06

0.001204

0.000807

2.17E-06

4.3E-00

0.236596
86.03476

Need
WOBI

no

no

no
no

no

no

no
ne
ne
ne
nc
ne
no
ng

no

no

no
na
no
na
RO

na

no

no
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Wijsnsiln we s
Developer: Bruce Ficlding
Solrwaie v Lots 3.0

Revision date. 0271905

Input vaniubles.

Receiving Wates Charactenstics”

Recening Water Name=
Crtical flow (Qr) cfs=

Hurm. mean/avg udal efs=

Drinking Water=1 HHNPCR=2

Marme, 1=y, U=n

Rec. Water Hurdness=
Rec. Water TSS=
FischSpecitic=1,Sream=0

Diffuser Ratio=

EfNuent Characteristics:
Permitiee=

Permit Number=

Facility flow (QeD.MCD=

Owfatt Number =

E{T. data, 2=lbs’day
MQIL. 2=Tbs/day

Eflluent Hurdness=
Effluent TSS5=

WOQBL mnd. 0=y, I=n
AcwieiChe ratio O=n, |=y

Aquatic, acute onty 1=y 0=n

Pape Numbering/Labeling
Appendiy

Page Numbers 1=y, O=n
tnput Page # 1=y 0=n

Fischer/Site Specific inputs:
Pipe=1.Canal=2 Specific=3
Pipe width, feer

Z1D plume dist., feet

MZ plume disi.. feer

HHnc plwme dist., feet

HHc plume dist.. feet

Fischer/site specific dilutions:
¥ Dilution =

Fispearfic MZ Dilution =
Fispecific HHne Dilution=
Fispecific HHe Diluion=

Page 67 of 83

ale G3ie

Time: 10:55 AM

Water Cuality Screen for

Appewmdis B-0

LLAUSEE22 Alr 51870

City of Grambling

[Jilution:
ZID Fs = 0.1
Redwime Creeh
ol MZ Fs= 1
Croucal Qr (MGD)= 0 06163
Harm Mean (MGD)= 0.060163
21D Dilution = 0.99571
2825 MZ Ditution = 0958693
o HHnce Dilutien= 0.958693
HHc¢ Dilution= 0958693
21D Upstream = 0 064309
MZ Upstream = 0043087
MZhhne Upstream= U.043087
Cinv of Grambling
LANO3E82Y Al# 51970
1.5 MZhhe Upstream= 0.043087
ZID Hardness= -
001 MZ Hardness= -
21D TS8= -
MZ TSS= -
NiA Multipliers:
NIA WLAa > LTAa 032
WLAC --> LTAc 0.55
LTA ac—->WOBL avg 131
LTA ac—->WOBL max 3
LTA b --> WOBL max 238
WQBL-limit‘repont 2,13
Appendix B-1 WLA Fraction |
1 WQBL Fraclon |
|
Com ersiens:
ug/L-->Ibs'day Qef 0.01251
ug/l.-->Ibs'day Qeo 0
ug/L-->Ibs/day Qr 0.000834
Ibstday-->ug/l. Qeo 7993605
Ibsiday-—->ug/l. Qe 79.93605
diss—->tot 1=¥0=n ]
Cu diss->totl=y0=n ]
¢fs-->MGD .6463
Receiving Stream:
--- Default Hardness= 25
- Default TSS= 10
99 Crit., I=y. 0=n 1

Tonicity Dilution Series:

Biomoenitoring dilution:

Dilution Series Factor.

Dilution No.

(™

Dilwion No

Diluion No 3
Dilution No

[

Dilution No.

Partition Coefficients; Dissoh ed-->Toral

METALS
Total Arsemc
Total Cadmium
Chromium |11
Chromium V|
Total Copper
Total Lead
Total Mercury
Taotal Nickel
Total Zinc

Aquatic Life, Dissolved
Metal Critenia, g/l
METALS

Arsenic

Cadmium
Chromium (11
Chromium V1
Coppet

Lead

Mercury

Nichel

Zinc

FW
1.77865
4. 16884
1,80899

I
2657118
5.006713
3.256612
2.058769
3139712

ACUTE
339.8
8.070665
194 8719
15712
5.599942
15.92821)
1734
485.7835
39.215H4

Site Specific Multiplier Values:

CV =

N=

WLAa-->1.TAa
WELAe -->» LTA¢

LTA ac->WQBL avg
LTA ac-->WQBL max
LTA h--> WQBL max

0.958693
0.7%

Percent Effluent
95 869%
71.90204%
53.9265%
40.43949%

30.3336%

CHRONIC
150
0.404307
63.21443
10.582
4176944
0.620699
0012
5395015
35.80937




ILDEQ-EDMS Document

1
Tonic

Parameters

NONCONVENTIONAL
‘Total Phenals {4AAP)
3-Chloraphenot
1-Chiorophenol
3-Dachiorophenat
2.5-Dichlorephenal
2 6-Dichlorophenal
3.4-Dichlorophenol
2.4-Dichlorophenocy -
acetic acid {2,4-D)
2-{2.4.5-Tnchlorophen-
oxy] propionic acid
(2.4.5-TP. Silvev)

METALS AND CYANIDE
Total Arscnié
Total Cadmium
Chromium 1t

i (jhl‘qmium yl
'i';:r;itCopljer
Total Lead
Total Mercury
folal Niche)
To'ta] iint
Total Cvanide

DIOXIN
2.3.28TCDD: dionin

VOLATILE COMPOUNDS
Benzene

Bromofonn
Bromodichloromethane
Carbon Tetrachloride
-Chl;woform
Dibiomochloreimethane
1.2-Dichlorocthane
1.1-Dichloroetbylene
1.3-Dichlesopropylene
Ethylbenzene

Methyl Chloride
Methylene Chloride
1.1.2.2- Yetrachloro-

ethane
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Appendix B-1
City of Grambling
LADOIES2Y Alx 51970

(*2) *3) (™) )] "o} (*7} (*8) (*9)
Cu Effluent  Effluent MOL Efftuem 95th % Numcrical Criteria
Instream iTech flech I=No 5%  estimate Acute Chronic
Conc, (Avg) {Mav) 0=95%  Non-Tech FW Fw
upll  upfl ug/L ug!l. up/lL ugil. ug/l.
5 700 350
19
10 383 192
10
10
1¢
H
Yoo T w00 ol 686 e0adss1 2667974
I 3364531 | 685743
10 $37.1371  303.9976
L. . Joo L. bmz o 0882
< 0 LEe 387 1aE7sen 1108268
5 7974798 3.107664
0.2 5.646%65  0.039079
. 40 ) . 1060116 111.0709
PRPTTIN W 0 sbossT IB3IME H2asL
20 45.9 54
1.0E-05
10 2249 1125
10 2930 1463
10
14 2730 1365
S e e s . e e E . S A
- Ry N N [ R CCradle, T 2890 U o14dstc
10
10 11800 5900
10 1166 580
16 606 303
te 3200 1600
50 55000 27500
20 19300 9650
10 G2 466

Pape
1oy ("1
HH
HHNDW Carcinogen
Indscator
[175.0) R o
50
12844
12T C
125 C
M7 C
i3 ¢
12 C
70.°C
508 ¢
68 C
058 C
162.79
8100
87 C

18 C
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. Appendin B} Vage 3
Ciry of Grambling
LAQUREB2Y AlZ 51970

"h 1) (*13} {*14) (*13) {*16) 17 *13) 19 =20 (*21; {*22) {*23)
Tong WLA2 WLAc WA 1.TAa L. TAc IL.TAh  Limiting WOBL WORBIL, WQBL WOBL Need
Parameters Acute Chronic  HHNDW Acute Chronic HIEINDW  ACHH Avg Mas Avp Max WOBI
. . 01 001 ot ool
il g/l ug/L up/l upfl ug/l uprl ugfl. ug/l. thsday Ibs‘dasy

NONCONVENTIONAL

Tatal Phenols (4 AAP) 703.016) 3650803 5215433 2249651 1934926 52 15433 5215433 52 15433 1241273 0032451 1.552853 no
3-Chlorophenol e - - - - no
4.Chleraphena} 3816302 2002726 -an 123.0881  106.1443 e 106,1435  139.0493 3301099 1739507 1129669 no
2,3-Dichlurophenol - .- - - - .- .- - - --- --- no
2.5-Dichloraphenol - - -- - - no
2.0-Dichlorophencl --- - - - --- - - --- - . .- no
3.4-Dichlorophenol - - -— - e . no

2.4-Dachlorophenocy-

acetic acid {2 4.0} — - no
2-(2,4.5-Trichlorophen-

oxy} propionic acid

(2.4.5-TP, Silven) - - - - - - . . - - - ne

METALS AND CVANIDE

Total Arsenic 6069892 2782929 — 1942366 1474982 — 147.4952  193.2187 4587101 LAKTI66 5738464 no
“Totat Cadmium 33.79028 1758376 - 1081289 0931839 - 6931919 1220841 2898331 00ISIT3  0.036258 no
Chromium i1l 9411749 3170958 301176 168.0608 - 168.0608 220.1596 522.6691 2751197  6.53859 no
Chramium V1 157797 1103794 - 5049503 SBSOI1 - 5049503 60614839 [S703% 0.082752 0196456 o
Totuf Copper L 149438 11560197 — 47820177 6126903 F— 1782017 6164443 1487207 0078368 018605 yes
Total Lead BDO9ISE 3241563 1562931 1718628 - 1718028 2.250617 5343068 0028155 0066842 no
Total Mercury 5671295 0.030763 - 1814815 0.021604 - 0021604 0028302 GOD6TIS 0000354 0.000841 ne
Tatal Nichet 1004425 1158566 - 320416 6140 6140398 8043521 190.9664 1006295 2388949 no

. Lo Lo Y . :
Total Zinc Y, 1236848 (1172784 — .. 3956052 6218596 . ... ' 39.56951 5183607 1230612 D.648469 1539496 o
Toal Cyvanide 4609777 5632668 1339740 14.75129 2985334 1339741 2985314 3910761 9284327 (04894 0. F16147 no
DIOXIN
23,78 TCDD: diovin - - 7.51E-07 . - 7.51E-07  7S1E-97  7.51E-07  1.79L-06 94L-09 224E-08 no

VOLATILE COMPOUNDS

Benzent 225869 1173473 1303858 7227809 6219404 1303858 13.03858 1103858 3103183 0163113 0388208 no
Bromoform 2942624 1528122 36.19511 9416398 $09.9046 3619511 3619511 36.19511 8614436 0452801 1077666 no
Bromodichloromethane 3442186 3442186 3442186 3442186 8192403 0.043062 0.302487 no
Cabon Temachloride  29L763 JA23BI3 1251704 BIT3641 754671 1154704 1251704 1251704 1979056 0015639 0037268 no
Ciloroform 2902457 1507.26 . 73.00607 - SI8.7847., 798.8479.5 73.01607.5 73.0160773.01607° . 173,7782. 0.913431 - 2.173966 . no
Dibromochtoramethane 529888 — 529888 529888 529388 1261134 0066289 0157768 no
1.2 Dichlorocthane PIES0.81 6154211 7.092989  3792.27 3261.732 7.092989 7.092989 7.092989 (6.88131 0.088733 0.211185 no
1,1-Pichloroethylene 1164998 b09.9503 060499 3727994 320.6443 060459 060399 060499 1439877 DOOTSER 0018013 mo
1.3-Dichlocopropylene 6086111 3160553 169.8041 1937555 167.5093 169.8041 167.5093 2194572 $20.9539 2745159 6517035 no
Ethylbenzens 3203.788 1668930 $449.002 1028412 8845375 B499.002 8845375 1158741 2750912 1349589 344139 no
Methy! Chloride 55236.98 1868488 - 1767583 1520299 - 1520209 1991591 4728120 2491481  $91.489 no
Methykene Chloride 1938316 1006578 9074854 620261 5334867 907485+ 9074854 9073854 2059815 1135264 2701929 na

1.1.2.2-Tetrachloro-
ethane QX6 4157 4860784 1.B77S56 296525 257.6215 1877556 1.877556  1.B77356 1468585 0023488 0055902 no
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Appendix B-3
Cuv of Grambling
L.ADOIERIZ AlX 51970

=1 *2) (*3) {*3) (*5} (*6) (*7) (*8) (s
Tonic Cu Eftluent .EITIuem MOL Etffluent 951k %y Numerical Criteria
Parwmeters Insieam Tech Tech 1=No 95%  estimate Acute  Chronie
Conc. (Avp) (Mavy 0=55 2, Non-Tech FWw Fw
vp/ll  up’l ugl up/l up'L ugdl. upl
VOLATILE COMPOUNDS (contd)
Tetrachloroethvlens 4] 1290 648
Toluene 10 1270 635
1.1.5-Trchlaroethane 10 5280 2640
1.1.2-Trichlarocthane 0 1800 00
Trchloroethytene Hi 3900 1950
Vinvt Chloride HE
ACID COMPOUNDS
2-Chlorophencl 10 258 129
2.4-Dichlorophenol 10 202 101
BASE NEUTRAL COMPOURNDS
X Benzidine 50 150 125
I Hexachlorobenzene 10
Hexachtorabuladiene 10 5.1 1.02
1
PESTICIDES
Aldrin .05 3
Hexachlorocy clohewane
] (gamima BHC, Lindanc} 0.05 53 0
‘ Chlordane 02 24 00043
4.4°-DDT : 01 1.1 G001
1.4-DDE 0.1 525 i0s
4.4-D0D0D o1 0.03 ¢.006
Dieldrin 0.1 02374 005857
Lndosulfan ol 0.22 0.056
Endrin 0.1 0 0864 0.037%
Hepiachlor .08 0.52 00038
Toxaphene 5 0.73 0.0002
Other Parameters:
Fecal C_nl.(co]/lﬂﬂml) i o . L — = _
Chlprine oY e T T g T e
Ammonia 4000
Chlorides
Sulfates

TDS

1’

Pape
1o 1N
HH
HHNDW Carcinogen
Indigator
[15 P A
15«
16200
69 C
il C
358 C
1264
2326
0.00017 C
000025 C
011 C
00003 C
0.2 C
000019
000019
0.00019 C
000027 C
000008 €
064
G.26
0.00007 C
0.00024 €
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Appendix B-1 Fape 5
Cityv ol Grambling
L.AOD3EE22 Als 51970

.

‘ "1y (*12} 13 ("14} *15) 1*16) [17) 18 *19) [*20) (*11} (223 (723)

‘ Tonic WiAa Wi Ac WLA L.TAa I.TAc LTAR  Limiting WOBLL WOBL WQBL WOQBL Need
Parameiers Acute Chronic BHNDW Acute  Chronic HHNDW A C.HH Avp Max Avg Max WOQBI

vl 001 001 001
up!l. upfl upil’ up/l ugd. up/l ug/l. up/l. uprl Ibs'day Ibs/day

i
Tewachlorocthylene 1295.558 6727909 2.607717 4145786 3565792 2607717 2607717 2607717 6206366 0.032623 0.077642 no
Toluene 1275472 662 36 4B190.6 408151 35:1.0508 181906 3510508 4598766 1091.768 5.253036 13.65802 no
1.1.)-Trichloroethane 530275 275349 - 1696 48 1459487 - 1459487 1911928 4539.004 2391822 $6.7182%4 no
1,1.2-Trichlorpethane 1807756 638,778 7.197298 5784818 4975523 7197298 7.197208 7.197298 17.12957 0.090038 0.2142%1 =0
T'richtoroethylene 3916809 2033.019 2190482 1253377 07803 2190482 2190482 21.90482 5213347 0.27402%  0.4635219 no
vimyl Chloride —n 37,3425 - 37.3425 373425 373425 BBARINIE 0467155 1111828 no

ACID COMPOUNDS
2-Chlorephenol 2590016 1345582 131.8362 8291572 7131584 1318462 7131581 9342374 2217922 ). 168731
|

7 774621 np
23-Dicklorophenok 2028704 1053518 242622 6491851 5583643 242,627 5583693 734572 173.6513 0915033

A72378 ne

3 ra

BASE NEUTRAL COMPOUNDS

Benzidine 2510772 1303858 0000177 R0O34465 6910449 0000177 0000177 0000177 0000422 222E-06 528E-06 no
Hesachlorobenzene - - Q0002614 G 000261 0000261 0.000261 0.000621 326E-06 776E-06 no
Hesachlorabutadiene 5121974 1.063948 011474 1.639052 0.563863 011474 011474 011474 027308 0.001435 0003416 no
1
’ PESTICIDES
Aldnin 3.012926 - 0.000417 0964136 - 0000417 0000417 0.000417 0000993 522E-06 1.24E-05 no
Hexachlorocyclohexane
(pamma BHC, Lindane) 5322856 0.219048 0208617 1703307 011609 0208617 0.1160%6 C.152085 C561057 0.001903 0004517 no
Chlordane 2410341 0004485 G.000198 0.7715309 (002377 0.000198 0.000L98 0000198 0000472 24BE-06 59E-06 no
1.3-DDY £ 10474 0001043 C.0D0198 0353517 0000553 0000198 0000198 0.000198 0.000472  2J4BE-06 5G9E-06 no
4.9-DDE $2.72621 1095241 0000198 1687239 S804777 0.0C0198 0000198 0000198 0000472 2 IBE-06 58E-06 no
1.4-DDD 0030129 0006259 0000282 (.00941 (003347 0000282 0.C002ZK2Z 0000282  0.00007 3 52E-06 B.3SE-U6 mo
Dieldrin 0.238423 00581 S5.22E-05 €.076295 Q030795 S5.22E-05 522E-05 522E-05 0000124 6352E07 L55E-Ce no
Endosulfan 0220948 0.058413 0667575 0.070703 0030959 0667575 0030959 0.0405%6 04096282 0.000507 0001204 no
Endrim 0086772 0.03%t16 0271203 0.027767 90020731 0.271203 0020731 0027158 0063474 0.00034 0000807 no
Heptacfnlur 0522241 0.003964  73E-05 0167117 0002101  73E-05  73E05  73E-05 0.000179 9)3E-07 2]17E-06 no
' Toxaphene 0.733145 0000209 000025 0.234607 000011} 006025 0000111 0000145 0.000349 3RBIE-06 4.3E.06 no

Other Parameters:

Fecal Col.{cal/100ml) L - o - [ e . no
Chiorine . . 1 1147395 in T GT06197 s119s < 891252 0099659 0236596 yes
Ammonia 4172347 - 211394 — 2211349 789686 6877279 36.23972 $6.03476 na
Chlorides - - — - - ne
Sulfates - - - — —-- - - — s .ms - ng
TDS noe

- .- - — - no

- e - - - no
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APPENDIX |

Numeric Toxic Limits: LDEQ has reviewed and evaluated the effluent analyses submitted by
the permitice on June 21, 2006 , and examined the following pollutants that are regulated by LAC
33:1X.1113.C 6. in accordance with the implementation procedures outlined under the Permitting
Guidance Document for Implementing Louisiana Surface Water Quality Standards, Augqust 13
2007. Please see Appendix B-1, Water Quality Screen Spreadsheet. -

Pollutant Ce' Cex2.13? Water Drinking Permit Limit
Quality Water ?
Based Limit > | Source

Arsenic 22 46.86 2.42 Ibs/day No No

Copper 19.9 42 39 0.078 Ibs/day | No Yes

i Zinc 235 50.06 0.65 ibs/day | No No

Chloroform | 20 42.6 091 Ibs/day | No No |

Chlorine 20 42.6 0.10 Ibs/day No Yes

1 Metals concentration results were presented as total metals in lab analysis

submitted by the permittee. All pollutants calculated in pg/l.

2/ For the reported effluent concentrations (Ce) it is estimated that 95% of the
concentrations of chemicals taken over time will be 2.13 times the Ce or less.

3 The water quality based limit is the maximum allowable instream concentration
for that pollutant to be in compliance with water quality standards. Louisiana
Water Quality Criteria for metals are hardness dependent, and expressed as
dissolved metals. The water quality based limit is calculated with a conversion
for metals limits expressed as total metals.

The following steps were used in evaluating the potential toxicity of the analyzed pollutants (see
Appendix B-1): :

i. An evaluation of the applicability of the effluent data.

Results of the PPS were entered and compared to EPA's Minimum Quantification Levels
(MQL’s) to determine the potential presence of the respective toxic pollutant. Those
poliutants with reported laboratory Method Detection Levels (MDL's) which exceed their
respective EPA MQL's are determined to be reasonably present in the effluent and an
evaluation of their potential toxicity is determined. Those poliutants with MDLs less than
the MQL are determined to be not potentially present in the effluent and eliminated from
further evaluation.

ii. Calculation of permit limits based on applicable water quality standards.

Applicable water quality criteria are listed in the Appendix B-1 in Columns 12-14. These
values were used to calculate the Waste Load Allocations (WLAs) for each of the toxic
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pollutants. The WLA is the maximum allowable concentration of a pollutant necessary to
meet the respective water quality criteria. The WLAs are calculated as described in the
State's Permitting Guidance Document for Implementing Louisiana Surface Water Quality
Standards, dated October 30, 1995, as follows (Copper is used as the example pollutant
for the following calculations):

Complete Mix Balance Model for Waste Load Allocation

Qe = plant effluent, MGD = 1.5
Qr = critical flow of receiving stream, 0.1 cfs
. Fs = MZ, ZID flow fraction, LAC 33:1X.1115.D.7 !
and 8 (MZ = 1, and ZID = 0.1)
Cr = numerical criteria value from LAC 33:1X.1113, Table 1

Cu = ambient instream concentration for pollutant. In the absence of
accurate supporting data, assume Cu=10

WLA = concentration for poliutant at end-of-pipe based on aquatic life
and human health numerical criteria (site specific dilution type)
LTA = long term average, units same as WLA
WQBL = effluent water quality based limit.
Dilution factor = Qe
(QrFs + Qe)
Dilution factor {(acute) = 1.5

(0.1)(0.6463)(0.1) + 1.5

‘ 0.996

15
(0.1)(0.6463)(1.0)+1.5

Dilution factor (chronic}

=0.959
WLA = (Cr/Dilution factor) - (FsQrCu/Qe)
iii. Conversion of dissolved metals criteria for aquatic life to total metals.

Metals criteria for aquatic life protection are based on dissclved metals concentrations
and hardness values averaged from data compilations contained in the Louisiana Water
Quality Data Summary. A dissolved to total metal conversion will be implemented.
Hardness and TSS are a function of the conversion. This involves determining a linear
partition coefficient for the metal of concern and using this to determine the fraction of
metal dissolved, so that the dissolved metal ambient criteria may be translated to a totai
effluent limit. The average hardness value used for the analysis is 28.25 mg/l CaCO3
(USGS data). The 15th percentile TSS value is 8 mg/l. The formula for converting
dissolved metals to total metals for streams and lakes are provided below.

Ko = Linear partition coefficient
Kpo = found in Table A beiow
: “ = found in Table A below
788 = total suspended solids concentration found in receiving stream or

percentile, units in mg/l
———————————————————————CplCy = Fractionof metatdissetpedd——- —» —” ¥ — — — — —
Cr = Dissoclved criteria value for metal in water quality standards
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Ke = Kpo x TSS’

Ky  =(1.04x10%x6 ™
then, Cp = 1

Cy 1+ (Kp)(TSS)(107)

Co = 1

Cy 1+ (276,185.84)(6)(107)

=0.38

therefore,

Total Metal= Cr
{Co/Cq)

TABLE A

LINEAR PARTITION COEFFICIENTS
FOR PRIORITY METALS IN STREAMS AND LAKES

(Delos et. al, 1984} (*1)

METAL STREAMS LAKES
Ko ! Ko i
Arsenic 0.48 x 10° -0.73 0.48 x 10° -0.73
Cadmium 4.00 x 10° -1.13 3.52 x 10° -0.92
Chromium Il (*2) 3.36 x 10° -0.93 2.17 x 10° -0.27
Copper 1.04 x 10° .74 2.85x 10° -0.9
Lead 2.80 x 10° -0.8 2.04 x 10° -0.53
Mercury 2.90 x 10° -1.14 1.97 x 10° -1.17
Nickel 0.49 x 10° -0.57 2.21x10° 0.76
Zinc 1.26 x 10° 0.7 3.34 x 10° -0.68

*1) Delos, C. G., W. L. Richardson, J. V. DePinto, R. B. Ambrose, P. W. Rogers, K. Rygwelski, J. P.
St. John, W. J. Shaughnessey, T. A. Faha, W. N. Christie. Technical Guidance for performing
Waste Load Allocations, Book Il: Streams and Rivers. Chapter 3. Toxic Substances, for the U,

S. Environmental Protection Agency. (EPA-440/4-84-022).

{*2) Linear partition coefficients shall not apply to the Chremium VI numerical criterion. The approved
analytical method for Chremium VI measures only the dissolved form. Therefore, permit limits for

Chromium VI shall be expressed in the dissolved form. See 40 CFR 122.45(c){3).
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WLA a,c,h = {Cr/Dilution factor) - {FsQrCu/Qe}

WLA sowe = (14.87/0.996) - [(0.1)(0.1)(0)1.5} = 14.93

WLA ron = (11.06/0.959) - [(1.0)(0.1)(0)/1.5] = 11.53

iv. Calculation of Long Term Averages (LTA's) and Permit Limits.

Comparison of the reported effluent data (converted to the 95th percentile) to the calculated
effluent limitations. Long term averages are listed in the Appendix B-1 in Columns 15-17.

Long term averages are calculated for each WLA (based on aguatic and human health criteria).
The LTA's are calculated as follows:

LTA, = WLA,x 0.32

LTA, = WLA. x 0.52

LTA, = WLA,

LTAgwe = 14.93x0.32=4.78

LTAchonic = 11.53 x 0.53 = 6.11
A comparison of each LTA is made and the lowest {most restrictive) is selected to
calculate the effluent limitations. The most limiting LTA is listed in Appendix B-1, Column
18.

Calculation of permit limits if aquatic life LTA is more limiting:

Daily Average =Min(LTA,, LTA;) x 1.31
Daily Maximum = Min(LTA,, LTA:) x 3.11

Daily Average = 4.78 x 1.31 = 6.26 ug/l
Daily Maximum = 478 x3.11 = 14.87 pg/l

If human health LTA is more limiting:
Daily Average = LTA,,
Daily Maximum = LTA;, x 2.38

The resulting allowable effluent concentration is converted to a mass value using the
following formula: '

lbs/day = (0.00626 mg/l) x 8.34 x 1.5 MGD

= 0.078 Ibsiday
Comparison of the reported effluent data {converted to 95th percentile} is made to the
calculated effluent limitations. Water Quality Based limits are listed in Appendix B-1,

Columns 18-22.

in accordance with the State of Louisiana's implementation procedures, the reported
effluent concentratlon IS compared to the calculated dally average concentratlon If the

concentration listed in Column 19 and the efﬂuent concentratlon hsted in Column 3.)
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The discharge is considered to pose a reascnable potential to cause a water quality
excursion if the estimated 95th percentile of a pollutant in the effluent will result in an
instream waste concentration, which is above the applicable State water quality criterion.
The 95th petcentile of possible effluent concentrations are estimated as follows:

Cas = Crmean” €XP (1.645* @ - 0.5* &%)
where: 1.645 = normal distribution factor at 95" percentile
@7 = In(CV? + 1)

if CV is assumed = 0.6,
@’ = 307

The ratio of the estimated 95th percentile value to the mean {Cgs/Crean) is calculated :
Cos/Crnean = 2.13

Based upon review of the permittee’s effiuent data, there is one pollutant(s) present or
potentially present in the effluent discharge in such concentrations which would cause an
exceedance of Louisiana's Water Quality Standards. This pollutant is identified as
copper. A summary of the evaluation of the permittee's effluent analysis of the toxic
poliutants is listed in Appendix B-1. As per LAC 33:1X.2709.F 1, all poliutants imited in
permits shall have limitaticns, standards, or prohibitions expressed in terms of mass.
Consequently, water quality-based limitations as seen in the permit are expressed in
terms of mass.




LDEQ-EDMS Document 37113721, Page 77 of 83

FRESHWATER CHRONIC

BIOMONITORING FREQUENCY RECOMMENDATION
AND RATIONALE FOR ADDITIONAL REQUIREMENTS

Permit Number: 1.LA0038822

Facility Name: American Water & Wastewater Management, LLC/City of
Grambling

Previous Critical Dilution:  95.75% Proposed Critical Dilution:  96%

Date of Review: 03/20/07; updated 3/11/08

Name of Reviewer:  Laura Thompson
Recommended Frequency by Species:

Pimephales promelas (Fathead minnow): Once / Quarter’
Ceriodaphnia dubia (water flea): Once / Quarter'

Recommended Dilution Series: 30%, 40%, 54%, 72%, and 96%
Number of Tests Performed during previous 5 years by Species:

Pimephales promelas (Fathead minnow): 18

Daphnia pulex (water flea): N/A — Testing of species was not required
Daphnia magna (water flea): N/A — Testing of species was not required
Ceriodaphnia dubia (water flea): 19

Number of Failed Tests during previous 5 years by Species:

Pimephales promelas (Fathead minnow): 3 (sub-lethal)

Daphnia pulex (water flea): N/A — Testing of species was not required
Daphnia magna (water flea): N/A — Testing of species was not required
Ceriodaphnia dubia (water flea): 1 (lethal), § (sub-lethal)

Failed Test Dates during previous 5 years by Species:

Pimephales promelas (Fathead minnow): Testing periods of 1/01/06-6/30/06 (sub-lethal);
4/1/97-6/30/07 (sub-lethal); 7/1/07-9/30/07 (sub-

lethal)
Daphnia pulex (water flea): N/A - Testing of species was not required
Daphnia magna (water flea): N/A — Testing of species was not required
Ceriodaphnia dubia (water flea): Testing periods of 7/01/04-9/30/04 (sub-lethal);

1/01/05-3/31/05 (sub-lethal); 1/01/06-3/31/06
(sub-lethal); 7/01/06-3/30/06 (sub-lethal);
10/1/07-12/31/07 (lethal and sub-lethal)

the term of the permit

Page T ol 2
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FRESHWATER CHRONIC

Previous TRE Activities: N/A - No previous TRE Activities

Additional Requirements (including WET Limits) Rationale / Comments Concerning Permitting:

American Water & Wastewater Management, LLC/City of Grambling owns and
operates an existing publicly owned treatment works serving the City of Grambling and
Grambling State University in Grambling, Linceln Parish, Louisiana. LPDES Permit
LA0038822, effective January 1, 2002, contained chronic freshwater biomonitoring as an
effluent characteristic of Qutfall 001 for Pimephales promelas and Ceriodaphnia dubia. The
effluent series consisted of 30.30%, 40.39%, 53.86%, 71.81%, and 95.75% concentrations,
with 95.75% being defined as the critical dilution. Testing was to be performed quarterly
for both Pimephales promelas and Ceriodaphnia dubia. Data on file indicate that the
permittee has complied with the biomonitoring requirements contained in LA0038822 with
3 sub-lethal failures to the Pimephales promelas and 1 lethal and 5 sub-lethal failures to the
Ceriodaphnia dubia in the last five years.

It is recommended that freshwater chronic biomonitoring continue to be an effluent
characteristic of Outfall 001 (discharge of 1.5 mgd of treated sanitary wastewater) in
LAO038822. The effluent dilution series shall be 30%, 40%, 54%, 72%, and 96%
concentrations, with 96% being defined as the critical dilution. Therefore, in accordance
with the Environmental Protection Agency (Region 6) WET testing frequency
acceleration(s), the biomonitoring frequency shall be once per quarter for Ceriodaphnia
dubia and Pimephales promelas for the term of the permit.

This recommendation is in accordance with the LDEQ/OES Permitting Guidance
Document for Implementing Louisiana Surface Water Quality Standards, EPA Region 6
Post-Third Round Whole Effluent Toxicity Testing Frequencies (Revised June 30, 2000),
and the Best Professional Judgement (BPJ) of the reviewer.
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PRETREATMENT EVALUATION AND RECOMMENDATION

FACILINITY NAME: Grambling Regional WWTP

CITY: Grambling
PARISH: Lincoln
PERMIT #: LA0038822

DESIGN FLOW: LS MGD
"ACTUAL FLOW: 6.6 MGD
OTHER POTWs IN SYSTEM: none

SEGNIFICANT INDUSTRIES LISTED IN MANUFACTURERS GUIDE AND LPDES
PERMIT RENEWAL APPLICATION:

j : Direct or
Industry Name Type of Industry Indirect
Discharger
‘University - buildings include: student
Grambling State University dormitorics, .Sn.ldcm. center,_fo.otball stadlu‘m, Indirect
arena, administrative buildings, teaching
buildings, etc.
Industrial Insulation Group !Vlanuffu:tures h'gh. temperature  glue, pipe Direct '
insulation and adhesive products

STANDARD LANGUAGE RECOMMENDATION AND JUSTIFICATION:

Due to the absence of pretreatment categorical standards for the indirect discharges
‘ listed above or the discharge is of sanitary wastewater only, it is recommended that LDEQ
‘ Option 1 Pretredtment Language be included in LPDES Permit LA0038822.

This language is established for municipalities that do not have either an approved or
required Pretreatment program. This recommendation is in accordance with 40 CFR Part 403
regulations, the General Pretreatment Regulations for Existing and New Sources of Pollution
contained in LAC Title 33, Part IX, Chapter 61 and the Best Professional Judgement (BPJ) of
the reviewer.

g _proce £y . B & OIT] . , Are g
stormwater discharges from this facility are regulated via LDE

Al R} 1
vICTISsa oot

1
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invoice No.

Page 1

LOUISIANA WATER POLLUTION CONTROL FEE SYSTEM

v

RATING WORKSHEET

PERMIT NO: LA0038822; Al 51970; PER20060001

a. Company Name:
b. Facility Name:

City of Grambling
Grambling Regional Wastewater Treatment Plant

2. Local Mailing Address: P.O. Box 108
Ruston, LA 71273
3. Billing Address {if different):
4, F-acility Location: 7706 U.S. Highway 80 West
a. Parish: Lincoin
5. Facility Type: privately owned treatment works
a. Treatment Process Used: activated sludge system using an oxidation diich process with rotors for
the aeration, and a final clarifier. Chlorine is the method of disinfection.
Dechlarination is used to redce the chlorine residual. The effluent then
passes through a post aeration process prior to discharge.
6. Products Produced:
a. Raw materials stored or used:
b. By-products produced:
7. Primary SIC Code: 4952
a. Other SIC Codes:
8 Fac. Manager: Mr. Marios Papadopoulos
a. Telephone. {318) 247-0230
9. Owner:
a. Telephone:
10 Env. Contact:
a. Telephone:
11. State Permit No.; 12. NPDES Permit No.
a. Date Issued: a. Effective Date:
b. New: Modified: b. Expiration Date;
13. Number and Identification of Outfalls:  One, 001
14, Number of Injection Welis:
15. Water Source(s):
16. Receiving Water(s): Redwine Creek, thence into the Dugdemona River,' thence into Big
. Creek
Is receiving water:
a. Public Water Supply Yes( ) No( x)
b. Designated Water Quality Limited Yes(x } No{ )
¢. In Compliance with Water Quality Standards Yes(x ) No( )
17. River Basin: Ouachita River 18. Basin Segment No._081401

Federal Tax |. D. No.: 72-1433858

Initials of Rater: ro

— TOTALRATING POINTSASSIGNED — 38—
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Invoice No. Page 2 !
) ANNUAL FEE RATING WORKSHEET
PERMIT NO: LA00Q38822; Al 51970; PER20060001

1 FACILITY COMPLEXITY DESIGNATION
Primary S1C_4952

Complexity Designation = X | { O points}

i (10 points)

' ] (20 points)
IV {30 points)

Y (40 points)

VI {50 points}

COMPLEXITY DESIGNATION PCINTS _ 0
2. FLOW VOLUME AND TYPE
A, Wastewater Type |
Is total Daily Average Discharge greater than 60 mgd?

Yes, then points =_200
No, then

Points = 0.5 X Total Daily Average Discharge (mgd)

Points = 0.5 X =

Total points =

B. Wastewater Type Il
Is total Daily Average Discharge greater than 5 mgd?
____ Yes, then points=_50
___ No, then
Points = 10 X Total Daily Average Discharge (mgd)
Points = 10 X =

. Total points =

C. Wastewater Type lll
’ Is total Daily Average Discharge greater than 25 mgd?
_____Yes, then points=50
_X No, then
Points = 2 X Total Daily Average Discharge (mgd)
Points = 2 X 1.5 =

Total points = __ - 3

FLOW VOLUME AND TYPE POINTS _3

3. POLLUTANTS
A BODs or CBOD,
Daily Average Load =
. 50 Ib/iday (0 points}
8.34 Ib/gal x 1.5 MGD x x__ >50-500 (5 points}
10 mg/ = 125 Ib/day > 500 - 1000 (10 points}
> 1000 - 3000 (20 points)
> 3000 - 5000 {30 points)
> 5000 Ib/day (40 points)
COD or
Daily Average Load =
. 100 Ib/day { 0 points}
> 100 - 500 ( 5 points)
=500 - 1000 {10 points)
> 10005000 {20 points)
> 5000 - 10000 (30 points}
> 10000 Ib/day (40 points)

— BODORCODDEMANDPOINTS &5
(whichever is greater)
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Invoice No. Page 3
ANNUAL FEE RATING WORKSHEET
PERMIT NO: L.A0038822; Al 51970; PER20060001

.

B. 185

Daily Average Load =
£ 100 Ib/day ( O points)

8.34 Ib/gal x 1.5 MGD x - X >100-500 { 5 points)

15 mg/i = 188 Ib/day > 500 - 1000 (10 points)
> 1000 - 5000 (20 points)
> 5000 - 10000 (30 points)
> 10000 Ib/day (40 points)

TSS POINTS __5

C. AMMONIA
Daily Average Load =

X < 200 Ib/day ( 0 points)

> 200 - 500 ( 5 points)

> 500 - 1060 (10 points)
> 1000 - 5000 (20 points) !
. > 5000 - 10000 (30 points) i
’ > 10,000 Ib/day (40 points) ’

AMMONIA POINTS _0
TOTAL POLLUTANT POINTS _ 10
4. TEMPERATURE (HEAT LQAD)

Heat Load = Average Summer flow (mgd) X “T X 0.00834
where “T = Permit Limit {(Max. Temp.) -701]

Heat Load = {mgd) X X 0.00834 = Billion BTU
Heat Load =
< 4 billion BTU { O points) ‘
> 4-20 billion BTU ( 5 points) ;

> 20-100 biltion BTU (10 points}) i
> 100-200 biltien BTU (15 points)
> 200 bifllion BTU (20 points)

i

HEAT LOAD POINTS _N/A_

5. POTENTIAL PUBLIC HEALTH IMPACTS
Is the receiving water to which the wastewater is discharged or a water body to which it is a tributary used
‘ _ as a drinking water supply source within 50 miles downstream?
X N (0 points)
Yes, then ... Complexity Designation

‘ Ll { 0 points})
tl { 5 points})
v (10 points)
\Y% (20 points)
Vi {30 points)

POTENTIAL PUBLIC HEALTH IMPACT POINTS _ 0O

B. MAJOR/MINOR FACILITY DESIGNATION
Has your facility been designated a Major Facility by the administrative authority?
X Yes, then Points = _25
|

stream?
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U.S. Postal Service

CERTIFIED MAIL.. RECEIPT

{Domestic Mail Only; No Insurance Coverage Provided)

For delivery information visit our website at www.usps.comg

OFFICIAL USE

*008 D150 0OOC3 4519 9174

'Ms. Martha Andrus

City of Grambling

Grambling Regional Wastewater Treatment Plant
P.O. Box 108

Grambling, LA 71245
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